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responsibilities of an incident commander at the scene of a Waste
Isolation Pilot Plant (WIPP) transportation incident. It was created
for the U.S. Department of Energy WIPP located near Carlsbad, New
Mexico, which receives radioactive shipments. The course has two
purposes: (1) to provide first responders with the necessary
knowledge to respond safely; to protect themselves, the public, and
the environment; and (2) to describe the function of the Incident
Command System, the Radiological Assistance Team procedures, and the
TRUPACT-11 (Transuranic Package Container) recovery methods. Section
1 is an introduction that defines WIPP oversight and mission and
identifies TRU (transuranic) defense waste generating and storage
sites. Each of sections 2-11 consists of a list of enabling
objectives and informational material. Topics include the following:
introduction to radiation, waste acceptance, transportation
regulations, package design, emergency response, first responder
actions, contamination control (decontamination), incident command
system, radiological assistance team operations, and TRUPACT-I1I
recovery. Section 12 contains these sample forms and checklists:
incident command system matrix, fire and hazardous materials
worksheet, decision matrix, field report, hazardous materials
incident evaluation, and resource list. Appendixes include a glossary
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DISCLAIMER

This course is not designed to ineet the training requirements of 29 CFR 1810.120
(9)(6) for "First Responder Operations Level," "First Responder Awareness Level,"
"Hazardous Materials Technician,” "Hazardous Materiais Specialist,* nor "On-scene
Incident Commander" as this course addresses only potential Waste Isolation Pilot
Plant (WIPP) hazards. These levels of competency require more hours of training or
additional specific areas of competency than will be presented in this course. This
WIPP course is intended to enhance existing emergency response programs to
inciude transuranic (TRU) waste and radiological materials response capabilities.
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Section 1
INTRODUCTION

Welcome to the Command and Control for Radiological Transportation Emergencies
Course related to the radioactive shipments destined for the U.S. Department of
Energy ‘Waste Isolation Pilot Plant (WIPP) located near Carlsbad, New Mexico. The
U.S. Department of Energy, your state, local, or tribal government, and Westinghouse

Electric Corporation (the primary operating contractor of the WIPP) have jointly
coordinated this program for your benefit. :

Your instructors are employees of Westinghouse Electric Corporation with numerous
years of fire fighting, emergency medical services, law enforcement, and/or
emergency preparedness experience.

You should, at the completion of this course, have a thorough understanding of your
responsibilities as Incident Commander (1.C.) at the scene of a WIPP transportation

incident. Included in this training will be those actions that will be required to protect
yourself, the public, and the environment.

Although this is a WIPP-specific course, many things reflected in the instruction will
paraliel other hazardous material training you may have received previously.
Conversely, any instruction you receive here may be carried over to other hazardous
material accidents. In regard to WIPP shipments, the information being presented
today is extremely conservative. Due to the packaging of the transuranic waste being

shipped, the chance of a TRUPACT-II or remote-handled cask breach is extremely
remote.

The term "First Responder" referenced in this manual and for the purpose of this
course refers to the emergency medical technicians, fire fighters, law enforcement
officers, rescue squad members, or others performing as a part of a cormmunity
emergency response system or as dictated by the state or tribal government.
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WASTE
ISOLATION
PILOT

4

This course is sponsored by the U.S. Department of Energy (DOE), Westinghouse
Electric Corporation, and your state and local governments with the assistance of your
local emergency response agencies.

The DOE plans to ship iransuranic waste to the WIPP in southeastern New Mexico.
"Pilot" is the key word in the WIPP title; the WIPP is a one-of-a-kind facility. The plant
is so unique that at least seven foreign nations (Japan, England, and France, to name
a few) are watching the progress of the plant. The technology that is being developed
will have a major impact on radioactive waste storage/disposal/transport throughout
the world.

You are encouraged to ask questions. The instructor will make every effort to see that
your questions are answered.




COURSE TERMINAL OBJECTIVE

Successful completion of this course will provide first responders with the necessary
knowledge to respond safely; to protect themselves, the public, and the environment;
and to describe the function of the Incident Command System, the Radiolagical
Assistance Team procedures, and the TRUPACT-Il recovery methods.

Mastery of the course terminal objective will be demonstrated by scoring 70% or
higher on the post-course examination and showing a proficiency of skill using the
Jandscape models.




WIPP MISSION

To provide a research and development
facility to demonstrate the safe disposal
of radioactive wastes resulting from the
defense activities and programs of the
United States exempted from regulation
by the Nuclear Regulatory Commission.
Public Law 96-<164

The WIPP is a research and development facility designed to den.onstrate deep
geological disposal of transuranic waste. lt is located approximately 30 miles east of
Carlsbad, New Mexico, in the Chihuahuan desert. The projected life of the WIPP is
twenty-five years. During the initial Test Phase of the project, operations will be
dedicated 0 research the behavior of the salt rock and transuranic waste under
specific conditions, and to carry out operational demonstrations. All waste that is
emplaced during the Test Phiase must be retrievable. At the end of this time, the plant
and all the experiments conducted will be evaluated to ensure that this is a safe
method of isolating these materials.




All ten generator sites have some type of storage facility. The above storage facility is
located at ldaho National Engineering Laboratory and is an air-supported building
resting on asphalt. This is one of the many types of storage facilities used at the
Department of Energy’s existing temporary storage sites.

Contact-handled (CH) waste is packaged in 55-gallon drums or, for the test program,
test bins inside standard waste boxes.

The dose rate from the radioactive material contents is low enough to allow radiation
workers to physically come in contact with and handle the waste containers.

Lo
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There are ten sites across the nation that generate or store transuranic waste destined
for the WIPP,

- Idaho National Engineering Laboratory, ldaho

- Rocky Flats Plant, Colorado

- Hanford Reservation, Washington

- Savannah River Plant, South Carolina

- Los Alamos National Laboratory, New Mexico

- Oak Ridge National Laboratory, Tennessee

- Nevada Test Site, Nevada

- Argonne National Laboratory - East, lilinois

- Lawrence Livermore National Laboratory, California
- Mound Laboratory, Ohio

All these sites are run by the Department of Energy. There will be no waste shipped
to the WIPP from commercial sites.

During the Test Phase of the project, waste will be received only from Idaho -and
Colorado.




Section 2
INTRODUCTION TO RADIATION

ENABLING OBJECTIVES

At the completion of this section, the student will be able to:

1)
2)

3)

4)

5)

Define "ionizing radiation"
Explain the difference between:

Exposure and Contamination
Dose and Dose Rate

List the three types of radiation associated with WIPP shipments and know
the type of shielding necessary for each

Define "half-life" and "activity"

Explain the effects of acute whole body exposure




" lag] > ATOMIC STRUCTURE

e All matter is made up of atoms
e Atoms are invisible to the naked and assisted eye

e Nucleus consists of protons @ and neutrons @
very close to each other

e Flectrons © orbit the nucleus at a relatively
great distance

503881108

STABLE ATOMS: If an atom has the right amount of energy, it is said to be “stable."
Several things assist the atom to remain in this state.

Electrical Balance: Equal numbers of negatively charged electrons orbiting a
nucleus containing the same number of positively charged protons. (electrical
cancellation)

Neutron to Proton Ratio: Stable atoms have a certain number of neutrons per
proton in the nucleus. Sometimes, their numbers are the same. but they don’t
have to be. If the atom has more neutrons than it is supposed to, it becomes
unstable; it has too much energy.




IONIZING RADIATION

o |onization removes one or more electrons from an atom
@ As ions, atoms are very chemically reactive

o These reactions can resuit in changes to the celis of
the human bedy

30381180

When radiation interacts with an atom, it transfers some or all if its energy to that
atom. The atom may become excited, which means the electrons circling the nucleus
of the atom in prearranged shells may jump from one shell to another. Or an ejectron
will leave the atom, and the atom will be ionized. The result is called an ion pair. An
electron [negative charge (-)] is stripped from the atom.

The atom is no ionger electrically neutral; it has a net positive (+) electrical charge. If
this ionization occurs to the atoms in our bodies, the water molecules (H,0) can be
changed to hydrogen peroxide (H,0,), and chemical damage to the cells can occur.
Radiation from such things as electrical power, radio, television, microwave, visible
light, and ultraviolet can cause excitation to occur but not ionization. Alpha, beta,
gamma, and neutron radiations can cause excitation and ionization to occur.

Radiations such as alpha, beta, and gamma are powerful enough to cause ionization
to occur when they interact with atoms. Since all matter is composed of atoms
(including ourselves), and damage can occur from ionization of atoms in our cells,
exposure to ionizing radiation requires protection. lonizing radiation cannot be
detected by our senses: touch, taste, smell, sight, or hearing. We must use radiation
detectors (survey meters) to know when and how much radiation is present.

For practical purposes, the kind of radiation we need protection from is defined as

IONIZING RADIATION as it relates to a WIPP shipment.

-10-




& ALPHA (a) PARTICLE

e Charged particle
e Typical range in air about 2 inches
e Primary radiation emitted from WIPP waste

e Internal hazard only

Special probes are required to detect
alpha particles

303402222

Particulate radiation does have mass (although too small to see) and travels nearly as
fast as electromagnetic radiation.

The alpha particle is emitted from the rwcleus of the atom. It has a mass of four and
a charge of two and contains two neutrons and two protons. Compared to other
particle radiation it is large.

It is an internal hazard only. This means that it must be ingested, inhaled, or
absorbed to do harm to living body celis.

Alpha radiation is the most significant hazard involved in the WIPP shipments.

Special skills are needed in using alpha-detecting instruments. It may be nearly
impossible to detect alpha particles in snow, sleet, or rain. The alpha particle requires
special detectors for monitoring.

Alpha and beta particle decay occurs in a process called charged particle interaction.
Alpha particles decay from radioactive materials that need to get rid of a lot of energy
in order to become stable.

The alpha particle travels in a straight path, slowly, at about 10 - 20% of the speed of
light. It interacts electrically with the negatively charged electrons, orbiting around the
nucleus of other atoms causing excitation (moving an electron from one shell to
another), or ionization (stripping an electron from an outer shell) along the alpha
particle’s path. After capturing two electrons, the alpha particle becomes a helium
atom and causes no further ionization.

1P
A1- Y




ALPHA SHIELDING

e Alpha radiation is easily stopped by:
- An ordinary sheet of paper
~ Outer layer of the skin

13
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(->— BETA (B) PARTICLE

e Charged particle

e Can be an external hazard but is primarily
an internal hazard

o Emitted from the nucleus

e Has mass and charge equal to an electron

50381160

Beta particles can travel at speeds approaching the speed of light (faster than an
alpha particle). The faster they travel, the higher their initial energy. There is a greater
chance for deflection, and less ionization occurs than in alpha interactions.

Beta particles contain the same electrical charge as the eiectron. When beta decay
occurs, a neutron in the nucleus of an atom spilits into a proton that remains in the
nucleus and a beta particle that is ejected from the nucleus.

Beta particles are smaller than alpha particles. Beta particles therefore have a greater
range; they can travel from inches to around twenty feet in air, depending on the
source.

by
-
2




BETA SHIELDING

e Beta radiation is easily stopped by:
-~ A thin piece of tin or aluminum
- Eye protection
- Layer of clothing
~ Inches to twenty feet of air

.9

Eye protection, such as plastic glasses, fire fighters’ feice shields, and seff-contained
breathing apparatus (SCBA) are effective shielc” 1g for alpha and beta ‘ adiation.

-14-




GAMMA RAY (7v)

e FElectromagnetic radiation, as opposed to a particie
¢ Range depends on energy of the gamma ray
e Gamma rays have no mass and no charge

e Internal and external hazard

393081184

Electromagnetic radiation is energy that travels in waves at the speed of light and has
no electrical charge.

Gamma rays are commonly emitted from the nucleus of atoma that have already
emitted an alpha or beta particle and still have excess energy. Gammia rays have no
mass, but their enerav can interact with atoms causing ionizations te occur. Whatever
the reason for an atom having excess energy, gamma emissions allow the nucleus to
reduce its energy state without losing (changing) mass and return to normal or ground
state.

Gamma rays can travel considerable distances.

X-rays are their cousins, but people are familiar with them.

-15-




ALPHA

BETA I

e Several feet of concrete or several inches of lead
or stainless steel are required to stop most gamma
rays

e Gamma rays can pass into and through the human
body

S93/e 116g

Radiation emitted from contact-handled WIPP packages is not sufficient to require
shielding. Exposure to gamma radiation will NOT cause the material absorbing the
gamma radiation to become radioactive.

-16-




EXPOSURE

e The amount of ionization in air caused by
gamma or X-rays

e Exposure is measured in units of roentgens
(R). You may recognize this in shipping
papers as R/hr or mR/hr

e A ’milli-roentgen (mR)”" equals 1/1000 of a
roentigen

093R 8222

A "roentgen” is a unit of exposure of gamma (or x-ray) radiation in the air. This unit of
energy measurement is useful to you in calculating your exposure. Knowing how may
roentgens (how many Rs) of gamma radiation are present in the air can tell you how
much radiation you are exposed to. Knowing this, safe stay-times in the area can be
determined.

Q1




CONTAMINATION

¢ Radioactive matsrial in any place where it is
not supposed to be. Contamination can be
found on people, equipment, clothing, vehicles,
the ground, vegetation, eic., . .

(12 2 RR1 )

Contamination is particulate; radiation is energy.

The contact-handled TRUPACT-li is not likely to release material and cause
contamination uniess the accident forces are extremely severe.

If external contamination did occur, most of it could easily be removed from the body
by removing clothing and washing exposed areas of skin with soap and water. The
first responder should then be surveyed with the proper radiation detection instrument
to ascertain that all external contamination has been removed. If contamination is

found to remain on the body, the affected area should be rewashed and surveyed
again.

Internal contamination requires much more sophisticated survey procedures that can
only be accomplished in qualified hospitals.

-18-




INTERNAL INTAKE METHODS

PRIMARILY

e Radioactive material
may also enter the
body by absorption

Inhaled —= and cuts In the skin

or
Ingested —

e 2l 8

Yy H
K

3

1092R 59100 xS

If you suspect or confirm that a TRUPACT-Il is breached, stay upwind. This
represents a potential internal hazard. Also, if you receive external contamination from
a release, you should be examined for internal contamination.

If you do receive some internal contamination, you will not feel anything unusual, nor
will you exhibit any ‘mmediate physical symptoms. Confirmation of internal
contamination can only be made by medical and health physics personnel using very
sophisticated equipment.

Although the sources of medicai aid for ingestion and inhalation vary from region to
region, your state emergency management or radiological health agencies will take the
lead and ensure aid is acquired. Historically, there has never been an emergency
responder injured or killed as a result of o radioactive materials accident in this
country.

-19-




RESPIRATORY TRACT

Bronchi

When radioactive materials are inhaled, a percentage will be expelled and a
percentage may be retained in the lung. Some of the material that has been rctained
in the lung will be coughed up and swallowed.

If part of the material is retained in the lung, it may result in some biological effect. Its

presence can only be detected using very sophisticated equipment. You will not have
any outward physical response or sense of inhaling this material at the accident scene.

-20-




DIGESTIVE SYSTEM

Ingested radioactive material may pass through the body (insoiuble) and pose
essentially no health risk due to the radioactive properties of the material. The material
may be absorbed and still not cause direct damage to the gastrointestinal tract
(soluble). But, depending on the radioactive material, it may cause considerable
damage to the organ or tissue where it was deposited.

Only with the advice of trained personnel and specialized equipmi nt will it be possible
to determine the amount of radioactive material ingested and the projected effects.

-21-




BIOLOGICAL HAZARDS OF PLUTONIUM
INHALED |

/ EXHALE\

COUGH up STAYS IN LUNG

SOLUBLE INSOLUBLE

INSOLUBLE SOLUBM \
4

DEPOSITED INCORPORATED
ELIMINATED IN BONE IN THE LUNG

Four in 1000 chance per SLIGHT INCREASE
rem dose over a lifetime * IN CHANCE OF
DEVELOPING CANCER%

2030080

If intake has occurred, a physician must determine the treatment necessary to
' accelerate the elimination of plutonium from the lungs or digestive tract. Solubility is a
function of the chemical nature of the material. Basically, a material that is soluble can
be dissolved. Most of the plutonium in the WIPP shipments is in the insoluble form.
' Once in the body (bone or lung), plutonium is eliminated very slowly. This slow

elimination period can result in a significant dose to the internal organs over a long
period of time.

*

NCRP-65 (April 1980) Management of Persons Accidently Contaminated with
Radionuclides

o
l -22-




EFFECTS OF ACUTE WHOLE
BODY EXPOSURE

(Approximate Dose)

mrem
¢ Detectable changes in blood 50,000
¢ Onset of radiation sickness 100,000
- Diarrhea
’ - Nausea
- Vomlting
e Strong chance of death 500,000

893%02220

The Supplemental Environmental Impact Statement (Vol. 2, pg. D-99) for the WIPP
states that the maximum radiation dose an individual would receive at a bounding
(worst case) accident would be 160-180 mrem.

A bounding case accident is defined as one where all TRUPACT-lIs are breached

equally and all Type A packages are also equally breached with contents from the
Type A packages scattered in the immediate area.

.23-




ACUTE VERSUS CHRONIC EXPOSURE

e Radiation damage to the body is dose rate
dependent i.e., larger dose in a shorter time
period wili cause more damage

e The body capability of repairing radiation
damage is a function of radiation amount
received

For Example:

200,000 mrem to the whoie body in one hour
wiil most likely resuit in radiation sickness.
However, a radiation worker receiving 200,000
mrem over 40 years will not exceed his
reguiatory limit and may have no determinable
health effects

8002230

The radiation dose of a first responder who is not a radiation worker should not
exceed 20,000 mrem over four years. This is based on current regulations (10 CFR
20). The dose limits of 100,000 mrem for lifesaving activities and 25,000 mrem for
saving property are the maximum recommended doses.




ACTIVITY

e Number of radioactive atoms that wiil decay and
emit radiation in one second of time

e The curie is the unit of activity

e One curie = 37 billion disintegrations per second

SE3RB 110k

The "curie" is the activity of that quantity of radioactive material in which 3.7x10"°
atoms are transformed per second. lt is the number of radioactive atoms that will
decay and emit radiation in one second. One curie is equal to 37 billion
disintegrations per second. It is not a function of weight or volume. Units of activity
or curies may be found on shipping papers and on package labels. Although the

shipping papers and labels indicate the level of activity present, knowledge of potential
radiation levels is more useful to the first responder.

This unit of measurement tells you how much radioactivity is present and not how
much material is present.

Since the curie represents a great deal of activity, it is usually divided into smalier units
such as miilicuries (1/1000 of a curie) or microcuries (1/1,000,000 of a curie).

Knowing the number of curies in a radioactive material may be useful in determining

safe handling procedures for a material or calculating expected exposure from the
material.

as
<
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DOSE AND DOSE RATE

e Dose is the amount of energy (radiation) absorbed
in a unit volume

e The unit most applicable is the rem
e The rem relates energy absorbed to tissue damage

e Dose rate is the dose received per unit time,
typically rem/hr or mrem/hr

503m8 1100

The unit of biological dose or dose equivalent is known as the “rem" (Roentgen
Equivalent Man). A more frequently used unit for radiation dose is the millirem (mrem)
which is 1/1000 of a rem. This unit of measurement is used frequently by radiation
personnel when talking about dose.

For the first responder, the terms “rem/hr," "mrem/hr," "R/h," or "‘mR/hr" are
essentially the same.

-26-




HALF-LIFE

100%

50%

5%

6.25%
3.125%
1.5625% 1

f
|
|

12.5% |
|
|
i

Transuranic isotopes have long "half-lives.” For example, Pu 239 has a half-life of
24,000 years. This means that half the Plutonium 239 (for example) produced today
will still be around 24,000 years from now.

Decay is not something that can be measured at the accident scene, nor is it of
importance to the first responder.

Ten half lives are essentially zero.

.27.




Section 3
WASTE ACCEPTANCE

ENABLING OBJECTIVES

At the completion of this section, the student will be able to:

1)
2)
3)
4)

5)

Define “transuranic”
Describe the paysical characteristics of transuranic waste
Define "mixed waste"

Give examples of mixed waste

Describe two types of verification techniques used at the generator sites
to verify package contents

Almost all the transuranic (TRU) waste that will be transported to and disposed of at
the WIPP consists of everyday items such as rags, rubber gloves, shoe covers, cioth
lab coats, and piastic bags. Heavier items may include valves, pumps, motors, tools,
and laboratory glass. Contact-handled waste is so defined because no special

provisions or procedures are required to directly handle the drums or standard waste
boxes and test bins.

NN
(O
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TRANSURANIC WASTE
CHARACTERISTICS

Atomic number greater than 92 (uranium)

Alpha emitter

Half-life greater than 20 vears

Concentrations greater than 100 nanocuries per gram of waste
Trash (rags, coveralls, gloves, equipmont, toois) contaminated

with transuranic elements (plutonium (Pu), curium (Cm),
americium (Am), and californium (Cf))

403r60TTd




Transuranic waste consists of items contaminated with amounts of transuranics not

' economically feasible to recover.
Examples of TRU waste:

- Rags

- Rubber gloves

- Shoe covers

- Cloth lab coats

- Plastic bags

- Electrical components
- Laboratory glass

- Metalware

All waste received by the WIPP has been created by nuclear defense activities.

This waste will NOT include explosives, compressed gases, more than one percent
free liquid per contairer, or pyrophoric metals.

The radioactive material can not be detected by sight or smell, but the waste materials
will be visible in the unlikely event a TRUPACT-Il is damaged to the point of releasing

its contents. For this to occur, the accident force must be great enough to cause the
outer skin, the foam. the outer container, the inner container. and the Type A package

inside the TRUPACT-l| to be breached. Related information can be found in Module 8.
"Package Design."




MIXED WASTE

e Radioactive waste co-contaminated
with hazardous chemical constituents
as defined in federal law and by the
Department of Energy

793R.8182c

MIXED WASTE

The chemical properties of the waste are determined by the chemical constituents

allowed in a given waste type (e.g., solidified aqueous or homogenous inorganic solids
is Waste Type |). These constituents are restricted so that all the payload containers
are safe for handling and transport.

Chemical constituents in a payload shall not be in a form that could be reactive during
transport. Specifically, three types of chemical constituents are prohibited from a
TRUPACT-II payload.

One prohibited type is explosive material. An explosive is defined as: "Any chemical
compound, mixture, or device, the primary or common purpose of which is to function
by explosion (i.e., with substantial instantaneous release of gas and heat)".

Examples of explosives are ammunition, dynamite, black powder, detonators,
nitroglycerine, urea nitrate, and picric acid.

A second type of prohibited material is pyrophorics. A pyrophoric is defined as: "A
flammable solid which, under transport conditions, might cause fires through friction or
retained heat, or, which can be ignited readily, and when ignited, burns vigorously and
persistently so as to create a serious transportation hazard. Included in the
pyrophoric definition are spontanecusly combustible materials, water reactive
materials, and oxidizers."

3G
31




Pyrophoric radioactive materials shall be present only in small residual amounts (<1
weight percent) in payioad containers. Examples of pyrophoric radionuclides are
metallic plutonium and americium. Transuranic metals are highly reactive and must be
handled in a nitrogen atmosphere to prevent rapid surface oxidation. Therefore they
are oxidized to nonreactive form prior to placement in a payioad container. The total
quantity of fissile radionuclides is also controlled by criticaiity safety limits.
Nonradioactive pyrophorics (e.g., organic peroxides, sodium metal, chiorates, etc.)
shall be reacted (or oxidized) -nd rendered nonreactive prior to placement in the
payload container.

A third prohibited material is corrosives. Corrosives are defined as: “Aqueous
materials which have a pH less than 2 or more than 12.5."

Acids and bases which are potentially corrosive shall be neutraiized and rendered
noncorrosive prior to being included in the waste. The physical form of the waste and

waste generating procedures at the sites ensure that the waste is in a nonreactive
form.

A fourth material that is restricted is the total amount of potentially flammable organics
which can occur in the headspace of a payload container. Total concentration of
potentially flammable organics shall be limited to 500 ppm in the headspace of a
payload container.




PROTECTION FROM
HAZARDOUS CHEMICALS

e Protective clothing used for hazardous
chemicals or materiais will aiso protect
the first responder from aipha and beta
radiation within a WIPP shipment

783R.0162b

The protective clothing that is worn for other hazardous material accidents is adequate
for your protection in a WIPP incident, as the amount of other hazardous chemicals is
typically in the parts-per-million range.

3 r-ﬁv
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The above slide shows an actual radioassay device that is used to measure the
radioactive material contents of a package. It is a cross-check used to verify the
amount of radioactive materials in the package. This inspection is done at the
generator site prior to shipment to the WIPP.

Another method to ensure the waste shipped to the WIPP in drums meets the
established acceptance criteria is real-time radiography (X-ray, below). This is very
similar to the radiography used at airports to check carry-on luggage. This equipment
will verify that the drums contain iess than one percent free liquid, no bulk chemicals
are inside, and that all aerosol cans have been punctured. This verification is also
accomplished at the generator site prior to shipment to the WIPP. It verifies that
process controls were adhered to. In the examples, segregation requirements.
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Section 4
TRANSPORTATION REGULATIONS

ENABLING OBJECTIVES

At the completion of this section, the student will be able to:

1)
2)

3)

4)

5)

6)

State what information is contained on the shipping documents

State what placards are, their color in regard to WIPP shipments, their
location on the vehicle, and how placards are determined

State what labels are, how they are determined, where they are positioned
on the packages, and their physical considerations

State the size of the "empty" label and when it will be used

State what the TRANSCOM system is and what type of information will be
transmitted by the system

Identify the type of communication equipment that is carried in the cab of
the vehicle

~
-

(V]
-
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NATIONAL ACADEMY OF SCIENCES
PANEL CONCLUDED

“The system proposed for transportation
of TRU waste 1o WIPP Is safer than

that employed for any other harardous
material In the United States today

and will reduce risk to very low levels .

July 1989

This statement was made when the transportation system was only seven months old.
Numerous improvements and refinements have been made since then.




PROPOSED WIPP DISPOSAL PHASE
SHIPPING ROUTES

Natlonal
(INEL)

Waste Isclation
Pilot Plant(WIPP)

Hghway Legend

interstate Hghways s(Eem— Interatate 20 from Atante. GA to Pecos. TX is

U.S. Hgtwars proposed oencg Texad dewgnating U.S. Highwey 288
Propesed Route 12800 irom Pecem, TX to the Texm-New Mexicé Hate ine

Routing through your state is illustrated on the above map. Selection of routes is
based on U.S. Department of Transportation (DOT) regulation 43 CFR 177.825
(Routing and Training Requirements for Radioactive Materials). Interstate highways
and their alternates are used, when available, based on their safety features and the
directness of their routes. States can designate alternate routes provided that they
follow established Department of Transportation regulations [49 CFR 177.825
(B)Y(1)(ii)]. Therefore, the actual routes used may- differ from those shown in this map.
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Transportation

49

FARTS 100 TO 177

The Department of Transportation’s Code of Federal Regulations Volume 49 (49 CFR),
Parts 100-177, regulates the interstate transportation of hazardous materials. 49 CFR
regulates the information required to be placed on shipping papers, placarding,

labeling, or packaging, in addition to defining the requirements for drivers’
qualifications. training, and routing.

o
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The shipping papers containing information of the shipment being transported to the
WIPP can be found in the door pocket on the driver’s side of the vehicle. These
papers will consist of several pages. The driver will surrender these papers upon
request.

As required by 49 CFR 172, Subpart C, 200-205, the shipping papers contain an
abundance of information. The information that will be useful to you at the scene
includes:

Qrigin {consignee)

Destination (consignor)

Identification of the radioactive material

Proper shipping name including the identification number (UN or NA)

Emergency telephone numbers

An example of the shipping papers for a WIPP-related shipment is on the following
page. Be aware that each shipper has its own format. When looking for
documentation about the shipment, headings like "Bill of Lading" or "Radioactive
Materials Shipment Record” are helpful. These papers will be kept in the driver's door
pocket on all WIPP shipments.

NOTE: For specific information on Radioactive Materials Shipping paper requirements,
see 49 CFR 172.203 (d).
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There are several system enhancements including extra training, stricter driver
gualifications, etc., that must be observed by the trucking contractor. These extra
precautions taken by the drivers should keep the WIPP shipments below the national
average for radioactive materials, hazardous materials and interstate vehicle accidents.

~.
s
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A CONTRACT CARRIER WILL BE USED
TO ENHANCE SAFETY REQUIREMENTS

L

Emergency response plan

Equipment maintenance plan

Insured

Eight-hour replacement capability of tractor

While in transit:
- Two drivers available
- Shipment under constant survelilance
-~ Periodic contact with CMR

19 EQTT

The eight-hour replacement capability requirement has been successfully
demonstrated during preoperational dry-runs and TRANSAX '90.

4
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DRIVER QUALIFICATI® NS

Meet DOT requirements (49 CFR Parts 177.825 and 391)
Minimum of 25 years of age
100,000 miles semitractor-trailer experience

Two years uninterrupted semitractor experience in last
five years

Receive DOE and contractor training
Annual physical

Drug testing

Peer review program

CVSA vehicle inspector certified

493R.6077¢
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Placarding is based on labeling, which is based on radiation level and/or curie
content. A placard is required if one or more packages are labeled Yellow il {i.e. The
surface dose rate is greater than 50 mrem/hr or the transport index is equal to or
greater than 1).

The standard placard for radioactive material is yellow on top, white on the bottom,
with black lettering and a black radiation symbol in the yellow portion. In the bottom
corner is the United Nations number "7," denoting radioactive materials.

NOTE: See 49 GFR, Part 172, Subpart F - "Placarding,” for information on all placard
information. 49 CFR 172.556 contains all information or "Radioactive" placards.

4.0
o
-

-44-




The standard radioactive placard, placzd on a white background with a black border,
. denotes that the shipment is a Highway Route Controlled Quantity (HRCQ). The

determination of whether to use a standard placard or a Highway Route Controlled
' Quantity placard is based on curie content and isotope.

43 CFR 173.403 defines "Highway Route Controlled Quantity" as meaning, "a quantity
within a single package which exceeds:

(1) 3000 times the A, value of the radionuclides as specified in section
173.433 for special form radioactive material;

(2) 3000 times the A, value of the radionuclides as specified in section
173.433 for normal form radioactive material; or

(8) 30,000 curies, whichever is less."
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49 CFR 172.504 states that placards must be in plain view and displayed on the rear
of the transport vehicle, each side of the transport vehicle, and on the front of the
transport vehicle or trailer.

~
—
[ ]
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Labels are placed on packages. 49 CFR 172.406 (e) states that packages must have
labels placed "on two sides (other than the bottom) of each non-bulk package
containing a radioactive material."

The contact-handled TRUPACT-Il is an example of a package, as are the standard
waste boxes and drums.

If the curie content and isotope indicate a "Radioactive 1" label, it will be all white with
the curie or activity content listed and the isotope. A "Radioactive i!, and ili" label is
yellow on top and white on the bottom with the same information.

Radioactive Yellow il and Il labels will aiso tell the first responder the exposure rate at
one meter. This information is also known as the "Transport Index." Labels on

TRUPACT-lIs may vary depending on the contents of the package. See 49 CFR
172.403 (b).
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DOT LABELING
Max mrem/hr
at 1 meter or
appr. 3 feet
from package
Max mrem/hr surface
Surface (Transport index)

« Radioactive White | .5 N.A.

« Radioactive Yellow li 50 1

« Radicactive Yeliow iil 200 10

The transport index is a good indicator for determining the external radiation hazard of

an undamaged package and a good starting point for determining whether damage
has occurred.

Transport index is defined as the dimensioniess number (rounded up to the first
decimal place) placed on the label of a package to designate the degree of control to
be exercised by the carrier during transportation. The transport index is determined
by the number expressing the maximum radiation level in milirem per hour (mrem/hr)
at one meter (3.3 feet) from the external surface of the package.'

'49 CFR 173.403, Subpart | - Radioactive Materials; (bb)
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Fifty percent of all shipments will have an "EMPTY" label placed on the TRUPACT-il.
. This will be done when the TRUPACT-II is being shipped to a generator site. Empty
TRUPACT-ils may be shipped to the WIPP or other sites. Even though the TRUPACT-

Il will have no radioactive materials, it may contain loading pallets or empty drums for
use at the generator site.

See 49 CFR 172.403 (d) and 48 CFR 173.427 (d) for further information on the use of

the "EMPTY" label. See 49 CFR 172.203 (e) on what may be contained in “empty"
containers
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The physical size and weight of the TRUPACT-I transporter must conform to aif U.S.
Department of Transportation reguiations for any 18-wheel vehicle.

The trailer shown in the illustration is the "spread axie” design. There are no plans to

use any other trailer. This trailer offers better stability and improved axle loading
capability.

-50-




All tractors carry instrumentation capable of detecting alpha, beta, and gamma
radiation. The instruments are located under the bunk portion of the cab. Properly
trained first responders may use them if necessary.

Drivers are trained to use this instrumentation to perform "Go/No-Go" checks on the
vehicle and the TRUPACT-lis. In an emergency, the driver, if able, will provide
readings to the incident Commander at the incident scene.

(OF]
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TRACKING SYSTEM

Mmumcatlons DOE Central

Sateliite Operator

: N i
@10 * _ h ]
Transport Vehicle Groundstation ? %A%

Mobile Phone DOE Non-DOE
Backup Users Users

40300771

The WIPP shipment will be enhanced by the use of a satellite tracking system called
TRANSCOM (Transportation Tracking and Communication System). TRANSCOM
combines dual satellite tracking, telecommunications, and computer network
technologies to monitor the movements of DOE shipments in near real time. As a
responder, this system can be of value to you in locating loaded and empty
transporters. It can track a vehi.ie 24 hours a day, seven days a week.

Your state has been nrovided access to the system by use of a compatible computer,

modem, software and training provided by the Department of Energy, free of charge.
Information available from TRANSCOM includes:
Shipping paper data
Emergency notification telephone numbers
Emergericy checklists (as found in the Emergency Response Guidebook)
Truck location

Advance shipping schedule
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Each vehicle’'s telephone is used to check in with the Central Monitoring Room every
100 miles or two hours and when crossing state borders in the event the tracking
system fails. It may also be used to summon emergency response. [f needed, this
telephone may be used by first responders.
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TYPICAL NOTIFICATIONS AFTER A TRUPACT-II ACCIDENT

o | Other Federai
Agencies
TRANSCOM >
- Opetator -t L 2 DOE-HQ
' DOE-AL
o Contral (EOC or RCO)
> ontra =
1 Monitoring o m:::.?? ;
. Room
| Shipper Waste/ |1 (CMR/WIPP)
Qenerator Site DOE Regional
Coordinating a4 RAP Teama
Otfice
Trucking ]
Contract _— \ \
Dispatcher \ DOE-Ha
State
tate Radi |
Drlver of ME.""‘:’":’.:' - s .m:u:w“
Vehicle Loeal - Orqug.uuon Organization
or .| Authoritiee
Chserver | +
CREMTREC
(If relonse)

403ma077!

Typically, the local authorities are the first to be notified of a hazardous materials
accident. However, with the WIPP’s tracking and communication system, notification
to several entities may be made simultaneously.

The notification chain has a certain amount of redundancy in cross-flow of information,
especially between the state and DOE.

Usually notification of an incident begins with a local person calling the nearest law
enforcement office or emergency center, reporting that an accident or problem exists.
This person may be at the "First Responder - Awareness” level, as defined by 28 CFR
1910.120, or higher. These trained professionals have the expertise to identify hazards
and make notifications on a hazardous material spill. However, in the case of a WIPP
transporter, initial notification can be accomplished in a variety of ways.

Notifications may include the State Hazardous Material Office, the National Response
Center (1-800-424-8802), CHEMTREC (1-800-424-3300), the local law enforcement
agency (811), or others as outlined in the state emergency response plan.

—
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General information that may be needed includes:

. Name/agency of the person reporting the incident

. Location of the hazardous material incident |

* Type of hazardous material involved

° Nature of the problem

. Quantity released, if known

. Potential hazards

. Other information when the product has been identified
. Health risks associated with the spill and medical

attention needed
. Precautions taken

. Number and type of injuries, if any

Hazardous Materials for First Responders, International Fire Service Training
Association (IFSTA), Page 7, April 1990.
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The TRANSCOM national map on the computer screen in the Central Monitoring
Room and at Oak Ridge, Tennessee, along with other non-Department of Energy
users, will have all shipping information on it. Each vehicle will be located by an icon.
These icons are the identifying markers of the transporter shipments and are color
coded for clarity.

A green icon indicates that a shipment is going as planned.

A yellow icon indicates that a shipment has left its assigned route or is not
moving.

A magenta iccn indicates that a problem has developed. such as a flat tire or
overheated engine.

A red icon indicates that the shipment has an emergency, such as an engine fire
or traffic accident.

A solid color icon indicates a loaded shipment.
An outlined icon indicates an empty transporter.

This national map is not available on the tractor’'s keyboard.
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If the national map is too ciuttered, anyone with access to the TRANSCOM system can
view a specific state where the shipment being tracked is located. This enhanced view
allows the operator to follow the shipment with less distraction.

The TRANSCOM system can locate a transporter within a single county/parish,
accurately pinpointing a shipment within 1000 feet.




Section 5
PACKAGE DESIGN

ENABLING OBJECTIVES
At the compiletion of this section, the student will be able to:
1) Recognize the TRUPACT-II
2) Describe how a TRUPACT-li is secure:d to the transporter trailer

3) State the number of drums or standard waste boxes per TRUPACT-I|

There are two basic types of packaging for radioactive materials: Type A and Type B.
The latter is the type that the NRC reauires for the transport of the type of waste that
will be sent to the WIPP. Type A packages must withstand normai conditions of
transport without loss or dispersal of their radioactive contents as demonstrated
through tests outlined in regulations issued by the Department of Transportation (49
CFR Part 173). Type B packaging must withstand both normal and accident transport
conditions without releasing its radioactive contents. In order to transport TRU waste
containing more than twenty curies of plutonium per package, the Type B packaging
must have double containment.?

2 Final Supplement Environmental Impact Statement; Waste Isolation Pilot Plant;
Volume 2; January 1990, pg L-5
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TRANSPORTER PACKAGES ARE
NUCLEAR REGULATORY COMMISSION
CERTIFIED

& Non-vented/doubly contained
o Tested under accident conditions
e Leogal weight and dimensions

e TRUPACT-il for CH waste

BR3RA118n L

To be certified by the Nuclear Regulatory Commission as a Type B package, the
package must be able to demonstrate resistance to the warst conditions that can be
expected in a transportation accident. These "hypothetical accident conditions" are
outlined in 10 CFR 71.73.

-59-




POTENTIAL TRUPACT-Il DOSES

Contact Dose Rate

{mrem/hr)
e Typical TRUPACT-lI 10
® Maximum TRUPACT-II 200
® Typical single drum 3-10
¢ Maximum single drum 200

503Re1160 |

When you approach a loaded TRUPACT-Il with an instrument, you may notice a

reading higher than background, even though the TRUPACT-Il may not have been
damaged in the accident.

At the levels shown in the table above, it is safe for you to proceed with rescue and
first aid.
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Each TRUPACT-Il has four "U"“-shaped tiedowns that hold the TRUPACT-li in piace on
the trailer. The tiedown U-bolts (an integral part of the trailer) are not as strong as the
tiedown lugs (an integral part of the TRUPACT-l), but they are not designed to break.

Tiedown lugs, by NRC regulation, which are part of the package must be able to
withstand 10 times the weight of the package in the forward direction, 5 times in the
lateral direction, and 2 times in the vertical direction. The aggregate total of the
tiedowns must be able to withstand one and one-half times the weight of the package.

As a first responder, you should check these tiedowns at the scene to ensure they are
still intact. If the tiedown is obviously broken, deformed, or missing, keep all
personnel clear of the TRUPACT-il. This is to prevent injury in case the TRUPACT-II
should fall and roll.
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A special hoist is used to lift the TRUPACT-II lids. The lifting lugs are for lifting the lid
of the TRUPACT-Ii only. The lugs will NOT support the weight of the TRUPACT-Il.

The lid of the TRUPACT-lI has a tongue-and-groove configuration on lid seating

surfaces. This lid then rotates much like a home pressure cooker and locks the lid in
place.

BEST COPY AVAILABLE b
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The locked or unlocked status of the TRUPACT-I lid locking ring is indicated by
arrows on the ring and the body of the TRUPACT-lI surface.

If the locking ring is deformed in a severe accident, it is designed to prevent the lid
from coming off.
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This photo illustrates a Standard Waste Box (SWB). |t is designed to package items
larger than a 55-galilon drum, mostly large contaminated equipment. It is
approximately equivalent to a seven-pack of §5-gallon drums.

The standard waste box will also be used to overpack damaged 55-gallon drums at
the generator site. These same containers could be used at the scene of an incident
by health physics personnel to overpack damaged drums.

A TRUPACT-!l will hold two standard waste boxes.

It is approved by the Nuclear Regulatory Commission as a Type A package.




During the Test Phase of the project, we will be transporting containers called test
bins. These bins will be inside the standard waste boxes, one test bin per box per
TRUPACT-II.




Section 6
EMERGENCY RESPONSE

ENABLING OBJECTIVES

At the completion of this section, the student will be able to:

1) State what guidelines pertain to WIPP shipments




SOT T ORE00E
.
.// \.\
e
‘ 1990
EMERGENCY "y
Y
RESPONSE /7
GUIDEBOOK _;"/

SUIDEBOCK FOR
FiRST RESPONSE O
HATARDOUS
MATERIALS TEAD SrSTILCT.TNS
SCDENTS JMVERET Falsl
" ,""’.',' e
u .l ‘ Lt

UL Tepariment of Eoxisponsnon
Rsearch ond Speciol Programs
Admscustremen

The Department of Transportation’s 1990 Emergency Response Guidebook provides
guidelines for emergency responders to use for all types of hazardous materials,
inciuding radioactive materials.

The guides for radioactive materials are numbered 61 - 66. Guides that are specific to
the WIPP are 61 and 63.

Transuranic waste does not have its own specific guide. Therefore, in the biue pages

of the Emergency Response Guidebook it shouid be considered as "Radioactive
Material n.o.s. (not otherwise specified)."

Remember that this is only a guidebook and should not take precedence over
iocal standard operating procedures. The Emergency Response Guidebook
recommends that CHEMTREC should be cailed for emergency assistance at 1-800-
424-9300. However, for specific information on transuranic waste, it is recommended
that the first responder call the State Radiologica!l Safety Office first at

and follow their instructions.

Remember, this guidebook is a guide only. it can assist you in making decisions, but
you should not consider it to be a substitute for your own knowiedge, judgement, or
experience. This is important because this guidebook has recommendations that are
the most likely to apply in the majority of cases and does not represent
recommendations that are adequate or applicable in all cases.

The Emergency Response Guidebook is intended to assist those first responders at
an incident site to make an informed decision as to the type of hazard involved and
what initial precautions to take. in order to effectively use the Emergency Response
Guidebook, the first responder should become familiar with it prior to any emergency.
It lists the four-digit identification number that is used on certain placards, the
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hazardous material name (in alphabetical order), the guide that pertains to the hazard
with all the precautions needed to protect the responder from initial harm, and a list of
placards commonly found on the vehicles traveling today’s highways.

The booklet is divided into six color-coded sections. The first white section contains
general guidelines to use in any hazardous material situation. It also addresses the
telephone number for CHEMTREC (the Chemical Transportation Emergency Center),
the National Response Center, operated by the National Coast Guard, which includes
the National Response Team, and a listing of the international ciassification system
used on placards. The initial white section also shows many of the placards used on
today’s highways. Should the first responder not know what material is represented

by the placard, each picture has a specific guide to follow until the hazardous
materials invoived can be specificaily identified.

The next section of the ERG is coded yellow. This section shows the identification
number, guide number, and name of the hazardous material. This section of the
guidebook utilizes the four-digit number assigned to each individual hazardous
material, and the first responder can find the appropriate hazardous material by
looking up the number on the placard.

guide number, and identification number for the specific hazard.

The orange section consists of the guides themselves. These guides will show the
first responder what precautions to take for specific hazardous materiais. The guides
list the potential hazards (health, and fire or explosion) and the emergency actions
(initial, fire, spill or leak, and first aid).

The green section gives a tabie of initial isolation actions and protective action
distances for certain hazardous materiais, only if they are not involved in fire. This
section of the ERG does not list radioactive materials, therefore it is not applicable for
WIPP shipments.

The last white section gives more general information on first responders’ initial
actions.

As a first responder at the scene of a hazardous materials incident, seek additional
and more specific information about any material in question as soon as possible.
This guidebook is not intended for use during the cleanup phase for spilied materials,
nor should it be used to determine compliance with any regulations. Be familiar with
this guidebook before you actually need to use it in an emergency situation.

For further information on response to other hazardous materials, see the National Fire
Protection Association (NFPA) / American National Standards Institute (ANSI)
Standards 1500, "Fire Department Occupational Safety and Health Programs"; 471,
"Recommended Practice for Responding to Hazardous Materials incidents"; and 472,
"Standard for Professional Competence of Responders to Hazardous Materials
incidents.” These other standards will provide guidance for personnel, equipment, and
operations at hazardous materials incidents.

l The blue section of the manual alphabeticaily lists each hazardous material by name,
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GUIDE 61

POTENTIAL HAZARDS

HEALTH HAZARDS

Fire may produce wrinitating or poisonous gases.

Low level radioactive matenal: little personai radiation hazard.
FIRE OR EXPLOSION

Some of these matenals may burn. but none of them ignités read:ly.

EMERGENCY ACTION

Keep unnecessary people away.

|soiate hazard area and deny entry.

Self-contained breathing apparatus (SCBA) and structurz! firefighter s protective
clothing will provide limited orotection.

Oelay clean-up until armval or instruction of qualified Radiation Authonty.

CALL CHEMTREC AT 1-800-424-9300 AS SOON AS POSSIBLE, especiatiy if there 1s
no local hazardous matenals team available.

FIRE .
Move container from fire area if vou can do it without nsk.
Small Fires: Drv chemical. CO2. Halon. water spray or standard foam.
Large Fires: Water spray. fog (flooding amounts).
SPILL OR LEAK
Do not touch damaged containers or spilled material.

Small Liquid Spills: Take up with sand. earth or other noncombustible absorbent
material.

FIRST AID
Use first aid treatment according to the nature of the injury.

Advise medical care personnel that injured persons may be contaminated with ra.
dioactive matenal.

7893160
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If the TRUPACT-!l is labeled "EMPTY" or is not damaged, the first responder should
use Guide 61.

Guide 61 is the least restrictive guide for radioactive materials. It states that response

may be performed prior to any radioactive measurements. Use this guide if you are
positive there is no release of contents.

As with any hazardous material accident, the first responder should establish an
exclusion zone for effective size-up of the incident. Guide 61 states that an exclusion
zone should be established and entry denied to unnecessary persons.

As with any radioactive material incident, should a container’'s contents be exposed or

if you are unsure of the condition of the TRUPACT-H, do not touch the containers or
any spilled materials. Should you see this type of situation proceed to Guide 63.

-70-




GUIDE 63

POTENTIAL HAZARDS

HEALTH HAZARDS
Externat radration from unshieided radicaclive maternai
Inlernal radiation trom inhalauon. ingestion or $xin absorplion.
Radioactive matenai: degree ot hazard wili vary greatly. decenaing on type and
quantty of ragioactive matenal.
Runoff from iire control or dilution water may cause poilution.
FIRE OR EXPLOSION
Some of these matenais may burn. but nene of them ignites readily.

EMERGENCY ACTION

Keep unnecessary people at least 150 feet upwind: Grealer Cislances may be nec-
essarv { advisea by quanfied Radiation Authority

isolate nazard area and deny eniry.

Enter sDIll area oniy to save ufe limit entry 1o snartest possible hime

Sett-contained breatning acoaratus (SCBAY and structural firengnter s pratective
ctothing witl provide timited protection for short-term exposure to these malerials

Detain urinjured persons and equipment exposed to radioactive matienal until ar-
rival ar instruchian of qualiliea Radiaticn Authority.

Delay clean-up until arnval or instruction of quaufied Radiation Authority.

CALL CHEMTREC AT 1-800-324-9300 FOR EMERGENCY ASSISTANCE. |l waler
pollulion occurs. notily the appropriate authorities.

FIRE
Do not move damaged containers: move unaamaged containers oul of fire zone.
Small Fires: Ory cnemical CQO2. Halon. waler spray or stanaard foam.
Large Fires: \Water spray. fog (flooding amounts).
For massive lire In cargo area. use unmannea nose holder or monitor nozzies.
Fight fire from maximum disiance. Stay away from ends of tanss
SPILL OR LEAK
Do not touch damaged containers or spilled material.
Camage to outer zontainer may not atfect primary inrer ¢container
Small Liguid Sgpills: Taxe up -vith sana earh or other noncomecustcie absorbent
material.
Large Spills: Zike lar anhead of Licurd spul lor tater dissosal
FIRST AID
Call emergencv meaical care.
i not ailecing Injury remove and isolate contaminatea cicthing ana snoes. wrao
victim In btanket before transporting
i not injured. remove and 1s0laie contaminated ciothing and shoes: snower victim
with soap ana water
Excent for the nred. detain persons and eguioment exs0sed ‘¢ ra010 achive Ma-
lenatl untul arrival or instructicn of Racahion Aulnorty
Advise medicat care cersonnel (hal Injured Persons may oe contanunated wilth ra-
cipactive matenal

789:3160
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Guide 63 is the most applicabie guide to use in case of a WIPP incident. if you are
not sure of the condition of the TRUPACT-II, you should use this guide.

When applying this to the worst-case contact-handied accident, this guide is very
conservative and is aimed at reducing the external exposure of the first responder to
as low as reasonably achievable (ALARA).

The 150-fcot exclusion zone mentioned in the guide is adequate for ail WIPP
shipments. Keep all unnecessary people away from the scene; greater distances may
be necessary for people downwind or if advised to do so by a radiation authority.

Response actions may be performed prior to any measurement of radiation;
limit your entry to the shortest possible time. (See Emergency Response
Guidebook, Guide 63.) Positive pressure breathing apparatus and structural fire
fighters response clothing will provide limited protection. Notify a radiation authority as
soon as possible of accident conditions.

Detain uninjured persons, isolate equipment with suspected contamination, and delay
clean up until you have received instruction from a radiation authority.

Note that materials in special form or Type B containers are not expected to cause
contamination in accidents.

Be aware that accident forces must be extremely great to breach a TRUPACT-IL. In
order for contamination to occur, there must be penetration through the outer skin, the

foam, the outer container, the inner container, and then the Type A package inside the
TRUPACT-II.

There could be an external radiation hazard from unshielded radioactive materials, and

internal contamination may occur through inhalation, ingestion or absorption through
the-skin.
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Section 7
FIRST RESPONDER ACTIONS

ENABLING OBJECTIVES
| At the completion of this section, the student will be able to:
1) Know what a hazardous material is
2) Know the three zones used at a hazardous materials incident scene
3) Know the rescue responsibilities for WIPP shipments
4) State who has responsibility for decontamination of the incident scene

5) State the duties of the law enforcement, fire fighter, and medical personnel
at the scene of a WIPP transportation incident

rey 4
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TYPES OF HAZARDOUS MATERIALS

A hazardous material as defined by the Department of Transportation as “a substance
or material, including a hazardous substance, which has been determined by the
Secretary of Transportation to be capable of posing an unreasonable risk to health,
safety, and property when transported in commerce and which has been so
designated.”® It can be further defined by the International Fire Service Training
Association as "one that poses an unreasonable risk to the heaith and safety of
operating or emergency personnel, the public, and/or the environment if it is not
properly controlled during handiing, storage, manufacture, processing, packaging,
use, disposal or transportation.** These are only two of many definitions in use to
describe "hazardous materials.”

Radioactive material is defined as "any material, or combination of materials, that

spontaneously gives off ionizing radiation. It has a specific activity greater than 0.002
microcuries per gram."®

Hazardous materials under normai conditions may produce health, flammazability,
reactivity, radioactivity, and/or biochemical hazards beyond normal combustible or
non-combustible materials.

INCIDENT SCENE BASIC REQUIREMENTS

In order for first responders to effectively carry out their duties, protectio~ and safety
of the first responder must be foremost. A safety officer must be appoir.ed at any
hazardous materials incident when the Incident Command System is initiated.® This
includes any WIPP incident. it is the duty of the Safety Officer to implement a safety
plan for the incident. The Safety Officer also needs to inform the Incident Commander
with recommendations on the establishment of the control zones at the emergency
incident, based on the identification and evaluation of the hazard.

® Code of Federal Regulations, Title 49, Transportation, Parts 100-177; Section 171.8

4

Hazardous Materials for First Responders; International Fire Service Training
Associatiori, Fire Protection Publications; Oklahoma State University; April 1990, pp. 7

5

Code of Federal Regulations, Title 49, Transportation, Parts 100-177; Section
173.403

®See 29 CFR 1910.120, paragraph (q)(3)(vii) and NFPA 471, section 4-3

I
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CONTROLLING THE SCENE

The initial Incident Commander must establish a perimeter around the hazard area.
This perimeter shoulid be identified to include the hazard area itself (known as the
exciusion zone), the contamination reduction zone, and the support zone of the area.
The Emergency Response Guidebook lists initial exclusion zone distances. These
distances may need to be revised as the incident progresses or conditions change.

Next, the contamination reduction zone should be defined so as to reduce the chance

of product spread by personal contamination. This area contains the decontamination
station.

The innermost zone to be established is the exclusion zone which will include the
hazard area. This is the area of highest hazard, both known and/or suspected. It is
suspected that anyone entering this area will be contaminated. Therefore, entry
should only be made into this area by those workers who have a need to be in the
area for rescue, fire fighting, or the like. Entry into this area must be restricted until
the situation proves that this precaution is no longer necessary.

CONTROL ZONE LAYOUT
| HAZARD
ciﬁf}&'ﬂﬁ. /'

Contamination
Control Line
Conteminetion
Reduction
Zons

Distance
Varles
Accese
Control Point

Support
Zone

Oecon

Haz Area

Access
[i Control Point

——Support Line
Command Post, Observers, PIO A
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RESCUE RESPONSIBILITIES

For any WIPP shipment incident, rescue should not be withheld due to the presence
of radioactive materials. Personal protective equipment and self-contained breathing
apparatus provide excelient protection against alpha and beta radiation from a WIPP
shipment. Victim carries and extrication procedures should be implemented and the
victim(s) moved to the edge of the exclusion zone for stabilization. Should some other
type of hazardous materials be involved in the incident, consult the Emergency
Response Guidebook for the precautions to take with that hazard. Use the most
tringent r the pr t the incident

Gloves are a must for the rescuer. Butyi rubber, neoprene, or surgeon’s rubber
gloves provide excellent protection from contamination for the rescuer and shouid be
worn. A *"doubie glove" technique, where one glove is worn inside another, will help
with the transfer of a potentially contaminated victim from the exclusion zone to the
contamination reduction zone.

If contamination is suspected or confirmed, rescuers shouid be surveyed and if found
to be contaminated they should be decontaminated using accepted protocols. Basic
first aid to keep an airway open, assist with breathing protk'sms and control bleeding
should be accomplished if necessary utilizing the most expedient methods to correct
the situation inside the exciusion zone. Rescuers should NOT perform medical
stabilization unless absolutely necessary inside the exclusion zone. This should be
accomplished by arriving medical personnel so as to prevent/limit the spread of any
contamination at the contamination reduction zone. If this is not possible, rescuers
should remove their outermast gloves prior to performing any medical stabilization at
the exclusion zone so as to prevent the spread of contamination into any wounds.

-76-




EXTERNAL RADIATION
PROTECTION FACTORS

¢ Time
e Distance

e Shielding

503R6118p

The three most effective actions that you can take at the accident scene to protect
yourself are:

Limit your TIME of exposure
Keep your DISTANCE
And, if necessary, provide SHIELDING

Shielding is not necessary for alpha radiation and typically not a consideration for beta

radiation. Shielding for gamma radiation is not practical in most cases due to the size,
weight, and density of the shielding material required.

To reduce or eliminate external radiation exposure, use the time, distance, and
shielding principles. If you suspect that you are contaminated, stay at the external
boundary of the exciusion zone at the decontamination area and wait for qualified

radiation monitoring personnel. This will reduce the spread of contamination and
lessen potential decontamination efforts.

To reduce or eliminate skin contamination, be prepared to remove your clothing and
wash those skin surfaces that are contaminated with soap and water. To prevent
internal contamination, use a respirator, if availabie, and do not eat, drink, or smoke at
the accident scene.

If inhalation or ingestion has occurred at the scene, there is no practical way to detect
it; and the patient must be evaluated and treated at a medical facility.
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TIME

DO NOT SPEND MORE TIME
THAN NECESSARY NEAR THE SOURCE

Less time spent near source -
less radiation received

s25Re6110¢ :

Limit your time in the hazard zone to as low as reasonably achievable (ALARA).
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DISTANCE
STAY AS FAR AWAY FROM THE SOURCE AS YOU CAN

Greater distance from source - SR,
less radiation received

693RA 118

An exclusion zone distance of 150 feet from a WIPP shipment would provide adequate
protection under normal conditions unless otherwise directed by a radiation authority
or the incident commander; based on guidance contained in the Depariment of
Transportation Emergency Response Guidebook (ERG).

Should a fire be present, this exclusion zone may need to be lengthened on the
downwind side of the plume. Should smoke be visible, you should consider that the
radioactive materials are within the smoke and extend the exclusion zone to the
appropriate distance as requested by the incident commander.

it should be remembered that when the distance from a radiation source is doubled,
the intensity is decreased by a factor of four.

G
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SHIELDING
PLACE MATERIAL BETWEEN YOURSELF AND THE SOURCE

Behind shielding from source -
less radiatlon received

303RA 1160

Shielding for a contact-handled waste shipment is not necessary.

You should use any type of dense material for shielding. This may include fire
vehicles, water trucks, ambulances, buildings, or the like.

o
~ s
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The above methods will prevent or reduce inhalation of particulate radioactive material.

Face masks, such as the ones shown in the figure above, will prevent or reduce
inhalation of particulate radioactive materials. Full face masks such as those used with
self-contained breathing apparatus (SCBA) will protect the wearer from both alpha and
beta radiation. Those masks without a face shield will provide protection from the
inhalation of radioactive materials but should be used in conjunction with some type of

eye protection to prevent the absorption of particulates through the wearer’s tear
ducts.
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LAW ENFORCEMENT ACTIVITIES
___Control and secure the scene

____Rescue and emergency care of any victims

Notification of proper agencies (dispatcher, radiological response
“teams, fire department, medicai personnel, etc.)

___Staging Additlonal Units

____Isolate the hazard area
Outside Agerncies

____ Police/Trattic control

____Medical Personnel

___ Radiological Assistance Teams

____Public information Support
Assess the incident and request appropriate resources. Determine the need for
protective actions (e.g., evacuation or sheltering-in-place). If evacuation is determined,

proceed as outlined in the local standard operating procedures.

Identify the product and product characteristics if it can be done safely (i.e., at a safe
distance).

Keep all unnecessary personnel from the scene.

Approach from upwind. Maintain an exclusion zone of 150 feet. Be prepared to
expand the exclusion zone if necessary.

Detain all personnel/witnesses entering or leaving the exclusion zone until they are
surveyed.

Leave your vehicle outside the exclusion zone until it is determined that no
contamination/danger is reported.

rollow all local standard operating procedures. Coordinate activities with the Local
Emergency Planning Committee, the State Emergency Response Committee, and
other community responders.
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Should a placard be obscured or missing, the first responder should try to obtain any
information listed on the door of the cab of the tractor. This includes name of the
trucking company, numbers, or any other information listed. This will help responding
agencies begin a search for shipping information that could be provided by the carrier.

Be conservative when approaching any tractor-trailer accident or any other vehicle
involved. Use appropriate caution and understand the potential hazard. You must
remain alert to the possibility of hazards or circumstances not addressed in the
procedures for all hazardous materials. In other vehicles invoived in the accident,
hazardous materials may be present in quantities that do not require placards
according to regulations. Shipping documents and package labels will always indicate
the presence of hazardous materiais in quantities of concern. Response strategies

may change depending on the type, quantity, and involvement of any hazardous
material involved.

o]
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FIRE FIGHTING ACTIVITIES
Standard Operations
Secure Area

Establishment of Exclusion, Contamination Reduction, and Support
Zones :

Size-Up report

Additional Alarms
Command Post Locations
Staging Locations

Public Information Officer

Safety Officer

Rescue
___ Primary Search
___Secondary Search

Patients turned over to medical personnel

8"
,
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Minimize your time of exposure.
Provide adequate shielding.
Maintain distance from the source.

The use of structural turnout clothing or aluminized turnouts and self-contained

breathing apparatus provide excelient protection from WIPP alpha and beta radiation
sources.

Shielding alone will NOT provide adequate protection from a gamma radiation source.

Distance is necessary for reducing exposure to gamma rays. Maintaining distance
between any radiation source and the fire fighter reduces the chance for radiation
injury. This is especially true for gamma sources.

The less time spent in a exclusion zone, the lower the total dose. Records MUST be

kept of the length of time in the exclusion zone. Record keeping is the responsibility
of all responding agencies. .

Always approach from upwind; stay back at least 150 feet, except when monitoring,
providing first aid, etc.; and consult the Emergency Response Guidebook directions.

All personnel! should utilize full structural protective clothing, gloves, hoods, helmets,
and self-contained breathing apparatus.

An outer limit "support zone" should be established.

An “exclusion zone" should be established at 150 feet. Be prepared to expand this
zone on the downwind side if necessary. (See Note below.)

A "contamination reduction zone" should be established between the “exclusion zone"
and the "support zone".

Always work in pairs.

Determine if there is a breach of containers.

Attempt to identify the materials involved. Obtain the shijping papers if possible.
Nothing should be removed from the exclusion zone except for victims. This could
spread contamination. ANY equipment that is taken into the radiation area, inciuding
self-contained breathing apparatus, hoses, rescue, tools, etc., must be left in the outer
edge of the limited access zone at a designated location.

NOTE: Access into the exclusion zone is to be limited to those persons necessary to

control the incident. A log is to be maintained at the aczess control point to record
entry and exit times of all personnel in the zone. (NFPA 4-4.1)




Radiologicai specialists, decontamination personnel, and cleanup personnel must be
summoned to the scene. These personnel vary from state to state, see state
notification cards for your particular area.

Attempt to contain the spread of the substance, isolate the area, and withdraw to the
support zone and leave the situation alone until qualified personnel arrive.

If there is a fire situation, assume that the radiological substance is involved and that
the smoke is contaminated. Remove all people downwind. Use as little water as
possible and contain all run-off water (dike).

DO NOT reenter the area with personnel, except for controlling flare-ups.

Al personnel who enter the exclusion zone must be surveyed, and if contaminated,
decontaminated by properly trained personnel.




PRE-HOSPITAL EMERGENCY MEDICAL ACTIVITIES

___Scene Assessment
____ Vehicle Positioning
____Additional Assistance
____Personal Protective Equipment
___ Prehospital Notification
____ Triage Area, Set-up
____Treatment Area
____Assignment of Personnel

___Triage Area

___Treatment Area

___ Operations Unit

___ Staging

____Victims, Number, Type of Injuries
Initial Patient Transfer from Exclusion Zone

Patient Assignment to Ambulances

___ Radiation Contaminated Patients FIRST
___ Contaminated Patients separated from all others
___ Transported to Medical Facility First
___ Highest Priority
___Need Immediate Attention and Transport to a Medical Center
____Intermediate Priority
--- Treatment and transport can be delayed for awhile
___ Low Priority
___ Walking Wounded
___Dead

' ___ Logistics Unit

Transportation to Medical Facility
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Dohnot delay medical treatment because there is a radioactive piacard on the WIPP
vehicle.

Base treatment on injury. No special treatment of the injury is necessary due to the
presence of radioactive materials. This includes any possible contamination.

Approach the site with caution and look for evidence of hazardous materials.

If a radiation hazard is suspected, position personnel, vehicles, and command post at a
safe distance (150 feet) upwind of the site.

Put on protective gear and use dosimeters and survey meters if immediately available at
the scene. Should Frotective ear, dosimeters, and survey meters not be immediately
available, do not delay medical support to the victim(s).

Notify proper authorities and hospital.
Determine the presence of injured victims.

Assess and treat life-threatening injuries immediately. Do not delay iife support if victims
cannot be moved or in order to assess contamination status. Perform routine emergency
care during extrication procedures.

Move victims away from the radiation hazard area, using proper patient transfer

techniques to prevent further injury. Stay within the controlled zone if contamination is
suspected.

Expose wounds and cover with sterile dressings.

Victims should be monitored at the control line for possible contamination only after they
are medically stable. Radiation levels above background indicate the presence of
contamination. Remove the contaminated victim’s clothing.

Move the ambulance cot to the clean side of the control line and unfold a clean sheet or
blanket over it. Place the victim on the covered cot and package for transport. Do not
remove the victim from the backboard if one was used.

Package victims by folding the stretched sheet or blanket over and securing them in the
appropriate manner.

Before leaving the controlled area, rescuers should remove protective gear at the control
line. If possible, the victim should be transported by personnel who have not entered the
controlled area. Ambulance personnel attending the victims should wear gloves and
available respiratory protection.

Transport the victims to the hospital emergenc?; department. The hospital should be
given additional, appropriate information, and the ambulance crew should ask for Aany
special instructions the hospital may have. Should any contamination be on the v« nicle s
tires, the amount of contamination would be extremely minute if the vehicle is left i: the
support zone. SEE: Waste Isolation Pilot Plant, Final Supplemental Environmental impact
Statement, and ERG-46 for further information.

Follow the hospital’s radiological protocol upon arrival.

8 .
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The ambulance and crew should NOT return to regular service until the crew, vehicle, and

equipment have undergone monitoring and necessary decontamination by the radiation
safety officer.

Personnel should not eat, drink, or smoke at the accident site, in the ambulance, or at the
hospital until they have been released by the radiation safety officer.
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Section 8
CONTAMINATION CONTROL

ENABLING OBJECTIVES
At the completion of this section, the student will be able to:
1) State the goal of contamination control

2) Explain how to set up a contamination control (decontamination) area
3) List the criteria for a contamination control site
4) List the contamination control procedures

5) Discuss how most patients may be decontaminated

Although the probability of a release of radioactive material from a TRUPACT-1l is
extremely remote, the emergency resEPonders' concern about potential contamination of
themselves or injured persons is valid. Historically, contamination of injured persons at
radioactive materials accidents has either been nonexistent or so small as to be
undetectable by instrumentation available to first responders.

The goal of contamination control is to prevent the spread of contaminants to objects and
individuals. Should any radioactive material leave the exclusion zone, additional
personnel, property, and the environment may be in jeopardy of exposure to radiation.

The first step in contamination control (decontamination) is to establish and set up an
area where the first responder may step from the exclusion zone to the contamination
reduction zone. It is the "exit corridor" from the exclusion zone. The scope of the
incident, nature of the hazard, and the number of personnel involved will dictate the size
of the area to be designated as the contamination control area.




Contaminated Area

Saivage
Cover

Clean Area

1.  Site selection is determined by the amount and type of decontamination necessary
and to what extent the decontamination will be carried out in the field. Several
questions must be asked:

1) Can decontamination be conducted safely?

2) Are resources available for immediate decontamination of
personnel and equipment?

3) Can the equipment used be decontaminated?

4) Can the equipment availabl_ detect the hazard?

The ideal decontamination site will be upwind, uphill, and upgrade of the incident
and remote from drains, manholes, and waterways to limit the spread of
contaminants.

o

This area may be constucted utilizing two salvage covers (tarps) placed overlapping
on the ground. Containers such as plastic garbage cans lined with plastic bags are
utilized to collect clothing, equipment, or supplies that have been taken into the

exclusion zone. One key feature is a rope or barrier tape designating the "dirty" side
from the "clean" side.

3. Upon exiting the exclusion zone, responders should remove ali outside protective
clothing and self-contained breathing apparatus in the contamination control area.
All equipment should be contained in a designated coliection point.

Personnel exiting the exclusion area will have to be monitored utitizing the correct
radiation detection equipment. This is to reduce the possibility of contamination
being brought into the "clean” side of the decontamination control area. Should
contamination be found, those areas affected must be washed and re-surveyed.
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PRIMARY GUIDELINES FOR CONTAMINATION AVOIDANCE

The primary rule is that_emergency r n rsonnel should k ions which involve
approaching or handling radioactive materials, containers, and packages to a minimum.
When necessary, use ccmmon sense and follow these guidelines:

1)

2)

3)
4)

Assume Contamination Is Present - If the accident is severs, if packages
are visibly damaged, or if there is any doubt whether the radicactive material
is still confined, assume that the immediate incident area is radioactively
contaminated. Take special care to minimize personal contact with the outer
clcthing of individuals, the surface of the ground, vegetation, and other things
within or that have been removed from the incident area. Use available
personal protective clothing and equipment.

Don’t Move Materials - When a transportation incident involves radioactive
material and packaaes are strewn about, do not move vehicles, shipping

containers, or wreckage except to rescue people. Detour all pedestrian and
vehicular traffic.

Don't Eat, Drink, or Smoke - In the incident area.

Use Time, Distance, and Shlelding Techniques - To limit exposure and
dose rates.

<2
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DECONTAMINATION OF INJURED PERSONMS

Although the probability of a release of radioactive material from a TRUPACT-II is
extremely remote, the emergency re?onders' concern about potential contamination of
themselves or injured persons is valid. Historically, contamination of injured persons at
radioactive materials accidents has either been nonexistent or so small as to be
undetectable by instrumentation available to first responders.

Field decontamination of injured persons prior to transport to a hospital is not generally
recommended. IF, because of local protocols, procedures, or instructions ¢ the on-

scene commander, you are required to decontaminate injured persons, the procedure
below, which is actually for hospital decontamination, may be utilized.

You must always weigh the benefit of any field decontamination against the prevailing

condition of the patient and the potential of detericration of that conditiori while you are
decontaminating.

o Removal of clothes and shoes removes most of the contamination.

. Decontamination of injured persons should be accomplished under
medical supervision. Do _not delay transport of a seriously injured
person.

. Irrigate eyes with water or saline only if they are irritated because of
smoke or road dust.

. Do not attempt cleansing of mouth or nose of an injured person since
aspiration of fluids might ozcur.

. Cover wounds. Initial bleeding will flush out most of the contaminants.
Subsequent flushing of wounds might remove clots that are preventing
hemorrhage.

. Cleanse skin by rinsing with water only if weather is warm and the

patient's medical condition will not be affected.

NOTE: For additional information concerning Pre-Hospital Emergency Medical Activities,
see pages 87 and 88 of this manual or the "Transport of Radioactive Materials Q&A About
Incideni Response" pamphlet produced by the Oak Ridge Associated Universities.

Copies can be obtained by writing FEMA Publications Center, P.O. Box 70274,
Washington, D.C. 20024 or calling AC 301-447-1360.
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DECONTAMINATION PROCEDURES
FOR UNINJURED EMERGENCY RESPONDERS AND MEMBERS OF THE PUBLIC

If decontamination is required for individuals not requiring medical care, local protocois
and procedures must be followed. It is recommended that uninjured persons be field
decontaminated under the direction of a heaith physicist, paramedic, or persons trained in
personnel decontamination and radiological monitoring as opposed to transporting them
to a hospital and overwhelming the resources of the facility.

The following is a partial listing of some of the steps and procedures that may be included
in field decontamination operatitns.

1)  Establish an Entry Point: Must be clearly marked and allow for one-way flow of
personnel.

2) Primary Decontamination: This will involve persennel who have entered the
exclusion zone, to include not only emergency response personnel but vehicle
occupants involved in the accident and members of the public who entered the
exclusion zone for any reason. This operation may be as simple as removing the
outer fayer of clothing. Special care should be taken to not transfer contamination
to inner layers of clothing. the clothing removed must be properly containerized
(plastic bags used as liners for trash cans has proven very eftective for this
purpose) and marked for future mitigation actions or disposal.

3) Monitoring or Survey: Each person processing through the contamination control
line must be monitored or surveyed using the proper radiation detection equipment.
Your state or tribe has specialized teams and equipment to assist you in this portion
of the decon operation.

4) Secondary Decontamination: Most radioactive contaminants do not readily
penetrate intact skin. Should the survey reveal contamination, the area should be
gently washed with warm water and a mild soap. Scrubbing of the area with other
than a SOFT brush could abrade the skin and add to the possibility of absorption.

Should contamination persist, contact health safety personnel for additional
procedures.

5) Medical Evaluation: Once personnel have completed decon actions, they should
report to the medical unit for evaluation by qualified medical personnel!.

g8) Cleanup: All equipment and clothing items suspected or confirmed contaminated

must be sealed in plastic and turned over to the DOE contractor respensible for
decontamination.

g
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If you have any final questions, please feel free to ask your instructor or write them down
and send them to the WIPP Project Site Office at the address below.

WIPP

External and Governmental Affairs
Westinghouse Electric Corporation
P.O. Box 2078

Carlsbad, New Mexico

88221
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Section 9
INCIDENT COMMAND SYSTEM

ENABLING OBJECTIVES

At the completion of this section, the student will be able to:

1)
2)
3)
4)
5)

Discuss the reasons the Incident Command System was established

List the five major functions of the Incident Command System

List the subfunctions of the Incident Command System’s five major functions
Describe the role of the Incident Commander

Perform the incident command theory on a tabletop model using scenarios
supplied by the course instructors

1y
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The Incident Command System (ICS) was developed as a consequence of fires that
consumed a large portion of Southern California in the early 1970s. As a result of those
fires, a need was identified for a system that would organize all responding agencies in
order for work to be directed toward a common goal. This system consists of
procedures for controlling personnel, facilities, equipment, and communication for all the
agencies involved in a particular emergency incident.

The ICS begins with thorough preplanning for any hazards that may occur within a given
jurisdiction. !t can adapt to minor as well as major incidents within multiple or single
jurisdictions. It can be utilized during mutual aid responses to centralize command,; all
others supporting that commander through the life of the incident. It also has the
flexibility to split the command, should the incident encompass several political
jurisdictions. In this instance, though, there may be several agency commanders. The
overall responsibility of the incident would be with a single incident Commander.

The ICS also centralizes communication for all responding agencies, utilizing common
terminology and operating procedures. Dedication of radio channels for those directly
involved in the emergency simplifies radio problems for all. Agencies not directly involved
in the emergency should be assigned alternate channels for their communication needs.
This may include the staging area, logistics, finance, or anyone eise with a communication
need.

The ICS allows for the combining of resources during the emergency. Should the
emergency become such that extra personne! and equipment are needed from
neighboring jurisdictions, these are easily integrated into the command structure. An
incident commander may call for additional aid in anticipation of possible incident
enlargement and keep that aid in the staging area.
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A hazardous material, as defined by the U.S. Department of Transportation, is one that
poses an unreasonable risk to the heaith and safety of operating or emergency
personnel, the public, and/or the environment if it is not properly controlled during
handling, storage, manufacture, processing, packaging, use, disposal, or transportation.

A hazardous substance as defined by the U.S. Environmental Protection Agency is any
substance designated under the Clean Water Act and Comprehensive Environmental

Response, Compensation and Liability Act (CERCLA) as posing a threat to waterways
and the environment when released.

A hazardous waste, as defined by the U.S. Environmental Protection Agency, is discarded
materials regulated by the Envircnimental Protection Agency because of public heaith and

safety concerns. Regulatory authority is granted under the Resource Conservation and
Recovery Act.

In 29 CFR 1910.120, OSHA recognizes all these categories as hazardous material.

10,
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PRIORITIES AT ACCIDENT SCENE

¢ Control accident scene

e Save lives

e Contain/cover RAM

® Assess damage

e Calii state radiological agency

e Cali DOE

4009 |ﬂe

Refer to the contact cards given to you at the start of this course for your state or tribe
and DOE emergency response numbers.

Your point of contact may be determined by legisiation or local protocol. Check your

state and local emergency response plans to determine which agency is your contact for
radioactive materials.

The initial priority at the accident scerz2 is to control the scene, save lives, and contain or
prevent the spread of contaminatiori. Medical treatment or emergency extrication should
not be delayed because there is a radicactive placard on the vehicle. If other hazardous
materials are involved, the first responder must take the necessary precautions for those

hazardous materials invoived. This may include doing nothing except making the proper
notifications.

The Incident Commander must establish an initial exclusion area in order to control the
accident scene. In accordzince with the Emergency Response Guidebook, this initial
exclusion area should be at least 150 feet (Guide 63, for WIPP accidents). Wind, smoke,
and other factors may indicate the need to expand this area, especially downwind from
the scene. Should the exclusion zone need tq be expanded, there are no general rules
as to the amount of area that shouid be contained. Variables such as wind speed and
direction will influence this decision. Evacuation should always be kept in mind, whether it
be public evacuation or sheltering-in-place. Sheltering-in-place should be considered for

those residents occupying facilities that are difficult to evacuate (i.e., nursing homes,
hospitals, schools, etc.).
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Damage assessment includes: proper identification of the hazard involved, fire
suppression activities, injuries, estimate of the amount of release, and any information that
would help in the mitigation of the incident. These factors will heip the incoming state
units and hazardous material cleanup teams, as weil as the Department of Energy
Radiological Assistance Team, to know the amount of equipment and personnel to bring
to the scene. Damage assessment is usuetly referred to as the initial size-up of the
situation and should involve all the critical scene factors that may present a hazard to life,
property, or the environment.

Should any suspected radioactive materials be on the ground, they should be covered
with a tarp, plastic, or salvage cover untii the proper authorities arrive to clean up the
debris. In the case of a WIPP TRUPACT-Il incident, a release of nuclear material would
be an extremely unlikely event.

10-
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Risk Identification Method Distance

TYPE of
CONTAINER SHAPE

TRUCK TYPES
COMPANY NAMES

PLACARD COLORS
LABEL COLORS
PLACARD 10 NUMBER

RIGHT to KNOW SI1GN

PACKAGE MARKINGS
SHIPPING PAPERS

MONITORNG & DETECTION EQUNPMENT
sENees

sosme222t

The farther away from a hazardous material incident you are, the safer you are. In any
hazardous material incident, safety is distance. Recognizing and identifying the material

by its container or placard is safer than by shipping papers. Learn as much as you can
from as far away as you can.

NOTE: The shipping papers will give you exact information on what you have and
identify the quantities. Placards will not do this to the same degree or level.
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TRANSPORTATION
EMERGENCY RESPONSE

Mitigation of Re-entry and
Consequences Recovery
L |
e Survey people e Reload waste into
property, and new shipping
vehicies container
¢ Gather up waste * e Return Incident site
to normal use
e Decontaminate sail,

vehicles, peopile, as
nceded *

% These actions would be performed by the DOE with the approvai
of the state radiologicat hesith organization. They would be
needed only in extremely suvere acckients with a iow probabiity 9,
of occurtence ;

493HA0T04

The activities performed by state, tribal, and local authorities in response to a
transportation emergency involving TRU wastes can be divided into two parts. The first
part includes the initial actions or "primary" actions, and the second part includes
"secondary" or foliow-on actions. Tne primary actions include an initial assessment of the
situation (size-up), notification, rescue of injured personnel, protection of surrounding

property and the environment, and assessing the damage both immediate and possible, if
intervening action is not taken.

Primary aciions include the assessment for protective action, examination of shipping
records to determine the immediate hazard, and establishment the initial exclusion zone of
150 feet minimum around the accident site.

Perimeters should include the "exciusion zone" (also known as the "hot zone" or "red
zone"), the "contamination reduction zone" (also known as the "warm zone" or "yeliow
zone"), and the "support zone" (also known as the "cold zone" or “green zone") where the
Incident Commander and Command Post will be. These zones will insure safety, limit the
spread of the material, control the hazard area, allow decontamination, and support

emergency operations as established by the Incident Commander and the hazardous
materials groups/teams.

10¢
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CONTROL ZONE LAYOUT

HAZARD
Exclusion -

Control Line

Contamination
Control Line

Contamination
Reduction
Zone

Distance
Varles

Access
Control Point
Decon
Haz
Mat Area
1
Access

[:l—_l——] Control Point

Support Line

Command Post, Observers, PIO

\ \
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TRANSPORTATION
EMERGENCY RESPONSE

Mitigation of Re-~entry and
Consequences Recovery

® Survey people, property, o Reload/repackage
and vehicles waste

o Gather up waste » e Return incident site

to normal use
o Decontaminate *
soil, vehicles,
peopie, as needed

st These actions wouwid be performed by the DOE with the approvai
of the stata radiological health organization. They would be
needod only in extremely severa accidants with a low probability
of occurrence

493807 Ten

The activities performed by state/tribal authorities and the DOE in response to a

l transportation emergency involving TRU wastes traditionally occur after the formal incident
C. mmand System has been established. These include, but are not limited to, recovering
waste; surveying personnel, property, and equipment; and decontaminating soil,

' equiprment, and personnel. These actions may also include reloading the spilled waste
into new containers and returning the site to its normal condition.

(%)
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SCENE ASSESSMENT

Initial scene evaluation is commonily known in the fire community as "size-up.” Size-
up is a rapid, yet deliberate, consideration of all critical scene factors. The resuit of
the size-up operation will develop into a rational operational plan which wiil help
mitigate the outcome of the response. Every hazardous material response mus: begin
with a size-up operation in order to determine the hazards involved to response
personnel, the public, and the environment.

Identification and Hazard Assessment (IDHA) begins with identifying the material or
incident at hand. There are several information sources that will aid the incident
Commander with the initial size-up of the situation and the {DHA. These inciude but
are not limited to:

Material Safety Data Sheets (MSDS) for chemicals
Placards and labels

Shipping papers (bills of lading, way bili, etc.)

Reference guides (Emergency Response Guidebook, etc.)
Technical information centers (CHEMTREC)

Computer data bases

The Incident Commander must at ail times think and promote SAFETY. For an
incident Commader to effectively and safely institute operations and mitigation
procedures, foremost in his/her mind must be the safety of the personnel involved. In

fact, the first operational thought should be safety. The first operational priority is to
isolate and deny entry.

Components for hazard assessment include linking the name of the hazardous material

with their associated assessment components. These components include but are not
necessarily limited to:

General, health and fire hazards
Physical and chemical properties
Behavior and outcomes

Variables and modifying conditions
Protective equipment needs
Containment/control methods
Protective actions

Medical aid/treatment
Decontamination methods
Disposal/cleanup procedures
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Other variables that will impact the hazard assessment:

Location {popuiation area, traffis, etc.)

Time

Weather

Size of problem

Stage of the incident (release vs. non-release)

Nature of the chemical

Type, condition, nature, and behavior of the container
Amount, type, and training of the responders and equipment
Availability, type, and amount of control agents

Size-up of the situation will determine whether the Incident Commander wiil develop
an offensive or defensive mode of operation. If the offensive mode is used, it allows
the first responders and hazardous material personnel with the appropriate protection
to operate in the exclusion zone and attempt to control the hazard. The defensive
mode is one in which the exclusion zone is kept clear of personnel and personnel
exposure is minimized. While most firefighting operations begin in the offensive
mode, for hazardous materials a defensive option is more appropriate.

—
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| A DECISION MATRIX
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" MULTIBRANCH ORGANIZATION *

SAFETY | [INCIDENT COMMAND l
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The definition of the incident Command System (ICS) is:

“The combination of faciiities, equipment,
personnel, procedures, and communications
within a common organizational structure
with responsibility for management

of those resources at an incident scene."’

The overall objective of utilizing the ICS is to effectively ~oordinate all resources into a
single command. The resuit of these decisions should decrease injuries, fatalities, and
property and environmental damage. In order for the Incident Command System to be
effective, common terminology to be used at the scene should be established prior to any
emergency.

The organizational structure of the ICS must be defined prior to the occurrence of an
accident or incident. The chart on the previous page shows a typical situation command
structure. This structure may not apply to all hazardous materiais incidents or accidents.
It may be simpler, or much more complex, depending upon the circumstances and
incident invoived. However, in accordance with the National Fire Protection Association
(NFPA) Standard 1561, an incident management system must have certain elements.

As shown in the organizational chart, the ICS’s structure may be extensive. It should be
flexible enough to accommodate any type of incident as determined by the size and
condlition.

NOTE:

FEMA-REP-Z (Guidance for Developing State, Tribal, and Local Radioiogical Emergency
Response Planning and Preparedness for Transportation Accidents) is a good pianning
document that may be used as a guideline. You may obtain it by writing: Federal

Emergency Management Agency, P.O. Box 8181, Washington D.C. 20024. Please
reference FEMA-REP-5 in your request.

’On Scene Incident Commander/Scene Manager, California Specialized Training
Institute. 147
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INCIDENT COMMAND SYSTEM

Five Functions

Incident
Commander

Logistics Operations

Planning Finance

nsncomﬁ

The five functional areas of the Incident Command System are:

Incident Commander
Planning Section
Operations Section
Logistics Section
Finance Section

Each of these areas have their own responsibilities for the timely mitigation of the overall
incident.

bora,
Sy
Te
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SAFETY OFFICER
LIAISON OFFICER

PUBLIC
INFORMATION
OFFICER
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The first functional area, incident Commander, has three positions reporting directly to it.
They are the Safety Officer, Liaison Officer, and Public Information Officer.

The first task is assigning an incident Commander. This person takes responsibility of the

l incident and would have the ultimate responsibilit *o end the emergency in as little time
as possible. This person will delegate specific activities to others in the chain of
command, usually established in the planning stage of the ICS. Incident command may

l be transferred ane or more times to others who are more competent in dealing with the
particular incident. One of the first duties of the incident Commander is to establish a
"command post" clase enough to the incident so the incident Commander can have a

l firsthand look at the incident proceedings. (See diagram on "Hazardous Incident
Response Team Control Zone Layout.")

(%)

Rl

The command staff members, operating in direct support and with the authority of the
Incident Commander, issue orders and instructions to other members of their particular

teams. They should keep the Incident Commander informed of progress on a regular
basis.
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COMMANDER |

SAFETY OFFICER
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SAFETY OFFICER

The Safety Officer, a member of the command staff, is responsible for monitoring and
assessing hazardous and unsafe situations and developing measures for ensuring
personnel safety. Although the safety officer may exercise emergency authority to stop or
prevent unsafe acts when immediate action is required, the officer will generally correct
unsafe acts or conditions through the reguiar line of authority. The officer maintains
awareness of active aii1 developing situations, approves the Medical Pian, and includes
safety messages in each 'ncident Action Plan. If the incident is large the officer will have

sector safety cfficers, and it the incident is small the Incident Commander may in fact be
his/her own SAFETY OFFICER.

The Safety Officer works closely with the Incident Commander to ens:ire that safety
concerns are implemented and followed. The Safety Officer should have sufficient
expertise in the safety field to assume these duties. However, the ultimate responsibility
for the safety of all personnel at the incident scene rests with the Incident Commander.
Safety is a command responsibility, using the expertise of the command staff and
operation section’s chief officers for guidance.

SAFETY IS ALSO A PRIMARY CONCERN/RESPONSIBILITY OF ALL PERSOMNEL.

L1,
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LIAISON OFFICER

The Liaison Officer is a member of the command staff and is the point of contact for the
assisting aqd cooperating agency representatives. This includes agency representatives
from other fire agencies, National Red Cross, law enforcement, public works, engineering

organizations, and many others. The liaison officer should be from the agency having
jurisdictional authority.

.
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- PUBLIC INFORMATION OFFICER

The Public Information Officer's main duty is to disseminate accurate and complete
information as to the cause, size, and intensity of the incident, plus the current situation,
the agencies committed, resources utilized, and any other information requested by other
agencies including the news media. An individual with sufficient expertise should
coordinate this activity. Only one information officer should be appointed to any incident
and should have the authorily to speak for the Incident Commander. If needed, a .
Department of Energy representative will be available for assistance in the event of a
WIPP transportation incident.
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The Planning Section is responsible for the collection, evaluaiion, dissemination, and use
of information and data pertaining to the incident and the status of resources. This
information is used to understand the current situation, predict a possible course of
incident events, and prepare alternative strategies and control operations and options for
the incident to be brought to a successful conclusion.

The Planning Section Chief establishes information requirements and reporting schedules
for all incident response elements used in preparing the incident action ptan. The
Planning Section Chief notifies the resource unit of activation of the unit, inciuding the
names and locations of assigned personnel, and supervises the incident action plan.
He/she is also responsible for performing periodic assessment predictions on the incident
potential, and other duties as assigned by the Incident Commar.der. They should keep

the log of progress for the duration of the incident and advise the Incident Commander of
significant changes in status.
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The Situation Unit may adjust existing plans to reflect the availability of resources. The
unit will collect incident data beginning with the earliest possible occurrence and continue
until termination of the incident. The chief will assign duties to Situation Unit personnel

and confirm estimated time of arrivais. The unit may request additional personnel for their
unit as required.

The Resources Unit will work closely with the Logistics Section to help in identifyin~. and
accessing resources. The unit will establish a check-in function at incident iocations. It
will maintain a command post display, to include a map of the scene and other impact
areas such as downwind evacuation areas and staging locations and safe routes to and
from the scene, as well as an organizational chart and deployment section. It is in charge
of establishing incident facilities via telephone or through the communications center. It
will gather, post, and maintain incident resource status, transportation status, support

personnel and vehicle status, and maintain a master roster of all resources checked in at
the incident.

The Documentation Unit is responsible for recording/protecting all docurnents pertaining
to the incident, such as: MSDSs, Shipping Papers, incident reports, communication logs,
injury reports, and situation status reports. It will establish and organize incident files,
prepare reports, complete forms, and check the accuracy and completeness of the
records, reports, and forms. The Documentation Unit is tasked with correcting errors or
omissions by contacting other incident units. It will keep a record of all documentation for
future reference. It will help organize critiques of the incident at a later date to help
improve the emergency communities ability to respond to the next similar incident. The
successes and problem areas are to be discussed to help improve the process; this is
required by OSHA in 29 CFR 1910.120(g)(2)(x).

Technical specialists are advisors with special skills and abilities needed to support and
help mitigate inci. lent operations. These technical specialists may report to the Planning

Section, form a separate unit, be assigned to operations directly, or beassigned to other
units as required.

The Demobilization Unit's main function is to ensure that at the conclusion of the incident,
demohilization is accomplished in an orderly, safe, and efficient manner. This function

may also call for security for equipment left at the scene by agencies demobilized prior to
the conclusion of the incident.
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The Operations Section is responsible for all tactical operations at the incident. Its main
function is stabilizing the incident and bringing it to a successful conclusion. It operates
with direct involvement in rescue, fire suppression, law enforcement, or any other activity
that would successfully terminate the incident. It also interfaces with the deconiamination
team and the operational EMS units which are under the operations officer.

The officers involved with the operations function should have a unified goal of
implementing the Inciccit Commander’s plan and control measures to bring the incident
to a successful conclusion supporting the overall strategic plan of the Incident
Commander. The Operations Officer reports to the Incident Commander, and is

responsible for the management of all operations directly applicable to the primary
« . 8
mission”.

The Operations Chief is a member of the general staff and prepares the unit operational

“plans, requests resources, and makes changes to the operational plan as necessary.

The Operations Officer takes direct responsibility for and supervises all tactical operations
at the incident.

®Incident Command System, Fire Protection Publications. Oklahoma State
University; 1983; pp 67
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The Operations Section works in accordance with the overall operational plan. The
Operations Chief may request additional resources and establish a "staging area" for extra
personnel, equipment, and/or supplies. Staging areas should be within a three-minuts
response time, however this is dependent on several variables such as scene location,
incident dynamics, and weather. The staging area needs to be in a safe zone not subject
to wind direction changes that may endanger the location from downwind hazards from
the scene. The function of a staging area is to provide a check-in and holding area for
resources until they are assigned a specific duty. Establishment of sanitation, rest,
feeding, and medical facilities is usually done if it is anticipated that the incident will
exceed eight hours.

Air Operations also come under Operations. However, this will not normally become
necessary for a WIPP-related incident.

Teams must be designated urnits such as "Engine 1," Truck 12," or "Rescue 5." Such

designations will enable the Operations Officer to direct units to appropriate areas of
need.

127
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OPERATIONS

¢ Command Post
~ Located away from the staging areas

¢ Single resources
- Law enforcement
- Fire rescue
~ Medical

o Specialized task forces
- Hazardous materials teams
- Radislogical assistance teams

- Environmentai control teams e
SO0 TH

Branches use single resources and specialized task forces to stabilize and bring the
incident to a successful conclusion. The complexity of the incident will determine the size
of this area. Branches may be established for several reasons. Generally, if the
Operations Officer has specialized task forces, such as a Hazardous Materials Team,
Radiological Assistance Team, Environmental Control Team, backup Entry Teams,
Decontamination Teams, and Emergency Control Team, these teams are placed in their
own branch. Singie resources, such as fire, police, or rescue, may be grouped into one
branch. These single resources may have a commander to relay information to the
Onerzaiions Officer. This depends on the size of the incident.

Depending upon the expertise required in the area, the three specialized task forces listed
above may be one unit, or a combination of the three may comprise a unit.

Branches may be established when more than one jurisdiction is involved with the
incident. When an incident crosses county/parish borders, involves state, local, and/or

federal agencies, or more than one agency responds to the incident, branches may help
the Operations Officer control the on-scene resources.

If a medical unit is involved in care of any victim in an incident, the medical group
members will be assigned to the Operations L'nit. This invoives all cersonnei that are not
part of a unit under the incident Command System. The medical group will be responsible

for rescue, extrication, patient transfer and decontamination, patient care, and other duties
based on their expertise.

127
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Resources are generally broken down into several unique and individualized units
depending upon the expertise of the unit. Such units may be engine crews, law
enforcement, medical personnel, strike teams, task forces, radiological assistance teams,
state environmental units, and federal radiological assistance units. These resources may
be grouped into operations branches as individual units or as part of another unit.

Single resources will generally be used for the initial attack and first response situations.
They may also be dispatched in extended or reinforced attack or greater alarm situations.
During the incident operation there is usually a need for single resource operations such
as a single engine, helicopter, or law enforcement unit.

Task forces are any combination of resources put together for an assignment of a
temporary nature. Task forces call for a leader with common communications between all
resource elements. An example of a task force could include an engine, bulldozer, and
hand crews working on a temporary assignment under the direct supervision of the task
force leader. Task forces can be versatile in their combinations of resources. Combining
several source units into an individual unit allows for ease of management and lessens
span of control.

Strike teams are a set number of resources of the same kind and type, with common
communications, operating under the direct supervision of a leader (usually in a separate
vehicle). They are highly effective management units. The foreknowledge that all
elements have the same capability, and the knowledge of how many will be applied,
allows for better planning, ordering, utilization, and management. Strike teams are

generally recommended for use with members of their own units and specialized areas of
expertise.

Task forces and strike teams are encouraged to be used as often as possible in order to
maximize the use of resources, reduce the management control of a large numbar of
single resources, and reduce the communications load of the incident.
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The command post and the staging area should not be located together, but should have
a direct communication fink to make deployment of resources immediate -

Both the command post and the staging area should be located upwind, upgrade, and
upstream with the command post in a position that provides viewing (if possibie) of the
incident scene by the liscident Commander and his/her staff.

Staging areas are locations designated by the Operations Chief which are used to
temporarily locate resources available for assignment. The Operations Officer may
establish, move, and discontinue the use of any staging area. All resources within the
designated staging area are urnder the direct command of the Operations Officer and
should be located within three minutes of the incident scene. The Staging Area Manager

will request logistic support (food, sanitation, fuel) as needed and usually only if the
incident is expected to last over eight hours.

It may also be the Staging Officer’s responsibility to maintain the status condition of the
arriving units and units on scene. The status condition usually involves one of three
conditions: ASSIGNED - performing an active assignment, AVAILABLE - ready for an
assignment (all units in the staging area should be at this level of status condition), and
OUT-OF-SERVICE - not ready or available for assigned status. Any unit in the out-of-
service condition should be reported to the Operations Officer as soon as possible in
order to keep him/her abreast of available resources.

'I.-e
o
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The Logistics Section is responsibie for providing suppart and services to the Operations
Section. The Logistics Section would provide facilities, transportation, supplies,

equipment maintenance and fueling, food, communications, medical services, and
sanitation facilities.

The complexity of the incident will be the determining factor for the extent of involvement
of the Logistics Section.

The Logistics Section is an ongoing function at an incident scene, and it has to be able to
adjust to changes in the incident. It may be split into two branches: the "Support
Branch" and the "Service Branch". Again, this depends on the size of the incident.

The Service Branch consists of the "Communication Unit", the "Medical Unit," and the
‘Food Unit." The Communication Unit is responsible for developing plans for effective
communications equipment and facilities, installing and testing communication equipment,
distributing communication equipment, and maintening and repairing the equipment.

The Medical Unit is primarily responsible for developing an incident medical plan,
developing procedures for handling any major medical eémergency involving incident
personnel, providing medical aid and transportation for incident-assigned injured and ill

personnel, and assisting in the processing of all paperwork related to injuries or deaths of
incident-assigned personnel.

The Food Unit is responsible for determining the food and water requirements, menu
planning, food ordering, cooking facilities, cooking, serving, and general maintenance of
the food service areas. Supplying efficient food services for any particular incident is an
extremely important part of the incident operation. The Food Unit must be able to
anticipate needs in terms of numbers of personnel to be fed, as well as any special
feeding requirements due to the location (and type) of the incident. The Food Unit will be

responsible for supplying meals during the entire incident, including staging areas, as well
as any remote locations not within the initial incident scene.
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l The Support Branch of the Logistics Section is comprised of the Supply Unit, the Facilities
Unit, and the Ground Support Unit. The Supply Unit is responsible for ordering, receiving,
storing, and processing all incident-related resources and supplies. When established, it

' has the basic responsibility at the incident for all off-site ordering. This may include all
tactical and support services, all expendable and nonexpendable supplies required for
incident support, and other supplies needed to successfully terminate the incident. The

' Supply Unit also has the responsibility for providing locations and personnel to receive,
process, store, and distribute all supply orders. It must maintain accurate records of all

supplies and items ordered for the incident. These records will be turned over to the
Finance Officer for proper payment.

The Facilities Unit has the overall responsibility for establishing, setting up, maintaining,
and demobilizing all facilities used in support of incident operations. The unit is
responsible for providing any facility maintenance required and for providing security
services at the incident. This unit will set up the command post, the incident hase, and
camps as well as trailers and /or other forms of sheiters for use in and around the
incident area. This unit will provide and set up necessary personnel support facilities
which include feeding areas, sleeping areas, and sanitation and shower areas. The

Facilities Unit may order, through the Supply Unit, any additiocnal support items required
(portable toilets and shower facilities, lighting units, etc.).

The Ground Support Unit is responsible for maintenance and repair of primary tactica!
equipment, vehicles, and mobile ground support equipment. The unit also has the
responsibility on all incident-assigned ground equipment (including contract equipment) of
fueling all mobile equipment, providing transportation services in support of incident
operations (except air), and implementing the incident traffic plan. The Ground Support
Unit must also provide the Resources Unit with up-to-date information on the status of
transportation vehicles, their locations, and capability.

I 12 BEST COPY AVAILABLE
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Finance is a responsibility that should be defined at the pre-planning stage, before the
incident occurs. it is established on incidents when the agencies who are involved have a
specific need for financial services. In the Incident Command System, all agencies may
not require a finance section. In those cases, finance functions may be accomplished
through the Planning Section by a Technical Specialist.

Traditionally, the person handling the finance function comes from a background such as
city or county budget director, or the financial director of the jurisdiction involved. This
Finance Chief will determine the need based on present and future requirements for
specific units. In certain functional units (i.e., procurement) a finance unit need not be
established if only one person would work in the unit.

Documentation of time for personnel and equipment may be obtained from reports and
communication logs kept at the scene and dispatch centers.

Implementation of the Finance Section is generally done only for major incidents, or
incidents requiring special responses beyond the expertise of the local responders.
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The Time Unit is primarily responsible for ensuring that daily personnel time recording
documents are prepared and compliance to agencies’ time policies are being met. The
Time Unit is responsible for ensuring that equipment time reporting is accomptished in the
Logistics Section-Ground Support Unit for ground equipment, and in the Operations
Section-Air Support Unit for helicopters.

If applicable, personnel time records will be collected and processed for each operational
period. The unit leatar may desire to have one or more assistants who are familiar with
respective agencies’ recording policies. Records must be verified, checked for accuracy,

and posted according to existing policy. Excess hours worked must aiso be determined
and separate logs maintained.

The Procurement Unit is responsible for administering all financial matters pertaining to
vendor contracts. It will coordinate with local jurisdictions on sources for equipment,
prepare and sign equipment rental agreements, and process all administrative paper work
associated with equipment rental and supply contracts. Some agencies have thit function
assigned as part of the Supply Unit in the Logistics Section.

The Claims Unit is in actuality two separate units grouped as one. The Claims Unit
consists of the Compensation-for-Injury Unit and the Claims Unit. It is important to

recognize that these specific activities are different and may not always be accomplished
by the same person.

The Compensation-for-Injuries Unit is responsible for all forms that may be required by
workers’ compensation programs and local agencies. Tiie person performing this activity
is also responsible to maintain a file of injuries and illnesses associated with the incident
and to ensure that all witness statements are obtained in writing. Many of this unit's

responsibilities are accomplished, or partially accomplished, in the Medical Unit. Close
coordination with the Medical Unit is essential.

The claims function will be responsible for handling the investigation into all civil tort
claims involving property associated with, or involved in, the incident. The unit will
maintain logs of claims, obtain witness statements, document investigations, and perform
agency follow-up requirements.

The Cost Unit is responsible for providing cost analysis data for the incident. It must
ensure that all pieces of equipment and personnel which require payment are properly
identified. It will obtain and record all cost data, analyze and prepare estimates of incident
costs anc. maintain accurate records of incident costs. The Cost Unit will be called upon
to provide input to the Planning Section in terms of cost estimates of resource use. The

unit must rmaintain accurate information on the actual cost for the use of all assigned
resources.

SRR
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Section 10
RADIOLOGICAL ASSISTANCE TEAM OPERATIONS

ENABLING OBJECTIVES

At the completion of this section, the student will be able to:

1)

2)

Describe the "tier" response -and guidance criteria when on the scene of a
WIPP transport incident

Describe the major duties of the Department of Energy Senior Official, the
carrier, and the Regional Coordinating Office

Identify the areas of assistance provided to the |.C. by the RAT
Describe the basic team composition and equipment used by the RAT

Identify general and specific information the RAT will request in order to
complete required actions at the scene

ot
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RADIOLOGICAL ASSISTANCE TEAM (RAT) PROCEDURES FOR TRUPACT-II

TRANSPORTATION INCIDENTS?®

The Radiological Assistance Teams (RATS) provide professional health physics assessment,
radiation control, and measurements for any type of accident involving radiation. The
Radiological Assistance Teamis normally deployed to support state and local authorities, and
is not intended to direct actions at the scene or assume command. However, during a
Depariment of Energy TRUPACT-Il transportation incident, the responsibilites of the
Radiological Assistance Team are expanded from the traditional role.

The probability of a WIPP TRUPACT-Il transportation incident presenting any significant
amount of radiological contamination is extremely small due to container design.

Response to a TRUPACT-Il incident has been developed into a tiered structure.

Tier Q - Local law enforcement and carrier drivers assess the severity of the accident
and determine the need for radiological assistance. A Department of Energy regional

representative and a Public Affairs Officer may be required to handle public
controversy.

TRUPACT-Il STATUS: No noteworthy structural damage to a TRUPACT-li containing

waste. No special deployment unless there is potential for public controversy and
misunderstanding.

Tier | - Radiological Assistance Teams - A regional Department of Energy
representative, Public Affairs Officer, and Radiological Assistance Teams with
appropriate monitoring and communications equipment to assess the radiological
status of the incident are deployed. WIPP Project Site Office contract carrier

replacement drivers and TRUPACT-Il container and tractor /trailer experts may also
depioy to the scene.

TRUPACT-Il STATUS: If the status of the TRUPACT-Il is unknown, or if there is any
penetration of the outer stainless steel protective skin of the TRUPACT-I, the Regional
Coordinating Office should deploy the Radiological Assistance Team.

Tier Hl - The Incident/Accident Response Team (I/ART) provides increased aid to a
serious incident with additional health physicists, a senior Depariment of Energy official,
WIPP Transportation Manager, tractor/trailer experts, TRUPACT-Il experts, and
additional public affairs suppori.

TRUPACT-II STATUS: If there is penetration of the outer stainless steel protective skin
of the TRUPACT-II, if there are decisions to be made regarding the integrity of the
TRUPACT-II, or if there is potential structural damage to the TRUPACT-II or trailer, all
of Tier | will be deployed plus the Incident/Accident Response Team in the Tier |l level.

9

Radiological Assistance Team (RAT) Procedures for TRUPACT-Il Transportation

Incidents; U.S. Department of Energy, May 31, 1991, Revision 0
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Tier lll - The recovery team is provided by the carrier and will aid in cleanup operations.

TRUPACT-Il STATUS.: If it is determined that there is a radiological release or that the
contents of the container need to be repackaged or transferred to another container,
a hazardous assessment group will depioy along with the recovery team.

The teams and representatives outlined in the Tier response matrix will be deployed to the
scene from the nearest DOE facility, or as directed by DOE-AL (Albuquerque). Response
times will be dependent on several factors such as incident location, time of natification to
include day of the week, weather conditions which may dictate mode of transport and routing
at the time, and extent of local media incursion in and around the scene.
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DEPLOYMENT OF TIERS

Tler

Tier O

Tier |

Tier i

Tier ili

Criteria

No structural
damage

Potential for
public controversy

Status of TRUPACT-1I
unknown or
limited damage

Excessive damage to
TRUPACT-Il container

Radiological release
cleanup/repackaging
required

-128-

Response
No deployment

Deploy DOE
regional
representative
and regional PAO

Deploy
RCO, RATs, PAO,
Communications

Depioyment of
I/ART,
DOE senior
official,
in addition to
Tler }

" depioyment

Recovery team,
in addition to
Tier il
deployment
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The organizational structure and activities associated with Tier |, the Radiological Assistance
Team (RAT), are presented in this chapter. The team members and types of expertise that
should be considered for response to a TRUPACT-Ii transportation incident are listed and
briefly discussed below. The severity of the incident will dictate the composition of the
Radiological Assistance Team required at the incident scene.

1.

Department of Energy Regional Coordinating Officer (RCQ) - Maintains the
required liaison/coordination with those local, state, and federal organizations
designated to assist in emergency response. This individual also ensures internal
Department of Energy coordination during Tier | deployment.

Department of Energy Public Affairs Officer - This individual is the primary
Department of Energy contact to the news media at the incident scene.

Communicator - Individual responsible for relaying information and requests for
additional resources to the Department of Energy-Albuquerque. This individual
must have the expertise to ensure field communications are available for voice

and/or fax copies. This individual would come from the Department of Energy
or contractor that provides this equipment.

Radiological Assistance Team Captain - A semor contractor or laboratory
employee having the responsibility for the Radiological Assistance Team and its
response activities. The Radiological Assistance Team Captain receives his
general response directions from the Department of Energy Regional

Coordinating Officer or the Department of Energy senior official at the incident
site.

Radiological Assistance Team - This team is composed of health physicists,
industrial hygienists, and technicians. Designated duties are: radiological
monitoring, radiological assessment, hazardous materials assessment,
contamination control, logistics, and communication support.
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TYPICAL RADIOLOGICAL
ASSISTANCE TEAM EQUIPMENT

e 2 - § radiological health physicists
e 2 - dual frequency portable radios
e 4 - 3~ u(beta/gamma) monitors
® 4 - a (alpha) monitors

® 1 - neutron monitor

o 1ot -heaith physics supplies

403H 6070 i@

TYPICAL RADICLOGICAL ASSISTANCE

TEAM (RAT) ACTIVITIES

Assess severity/potential radiological impact
Perform surveys and measurements
Inform on-scene commander of findings

Maintain chronological events/decisions log
of DQE activitles

Provide assistance with decontamination

Request further assistance/backup support
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Regional Radiological Assistance Team (RAT)
Determines, via measurement, if a radiological release has occurred.

Provides a minimum suite of equipment, inciuding: FIDDLERS for plutonium detection, alpha
and beta/gamma instrumentation, air sampling/analysis capability, swipe survey equipment,
personnel protective clothing, and routine health physics supplies.

Determines the location of and damage to the TRUPACT-Il via visual inspection and
determines, to the extent possible, if the damage has penetrated the outer and inner
containment vesseis. Also determines the location of the tractor/trailer (on/off highway,
upright, or turned over) and opinion of the driver, if available, as te the road worthiness of
the tractor-trailer involved in the incident. Provides this information to their Emergency

Operations Center or the Regional Coordinating Office, depending on how the
communication flow is set up.

Communicates with state and local officials to verify and cross-reference radiological

measurements, and to determine any issues the state, iocal, and tribal governments may
have regarding the response.

Based on the accident scenario, determines the worst-case estimate of dose consequences

and a rough cleanup. Determines whether or not there was a fire and if personnet, who may
be potentially contaminated, have left the scene of the accident.

Determines the extent to which the Regional Radiological Assistance Team resources can
handle the existing radiological problem untii a management/evaluation team from
Albuquerque arrives. Continues to support the Department of Energy response by advising
the evaluation team and Department of Energy Senior Official regarding radiological
conditions, as necessary, until released by the Department of Energy Senior Official.

Provides all the above information to their Regional Coordinating Office who then provides
this information to Albugquerque.

Responds in accordance with the TRUPACT-i Radiological Assistance Team response
procedure generated by Albuquerque.
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COMMUNICATION AND MONITORING EQUIPMENT

Standard communication equipment for the Radiological Assistance Team is required.
Authorized frequencies by the Federal Communication Commission are 171.2 MHz and
171.950 MHz nationwide for radiologicai emergencies. Primary and backup communications
are required to ensure communications are not compromised.

Radiological Assistance Team monitoring equipment for response to a TRUPACT-II
transportation incident should consist of these types of hand-h..id instruments, in additions
to the normally deployed Radiological Assistance Team equipment:

Eberline ESP-2 (or equivalent) with alpha,
beta-gamma, and low-level gamma detector
attachments.

Instrument to perform gamma dose rate
measurements

PROTECTIVE AND MISCELLANEQUS EQUIPMENT

Protective clothing and respirators available to Radiological Assistance Team members
should be adequate to provide protection against radioactive contamination. Miscellaneous
equipment designated for Radiological Assistance Team response to a transportation

accident will provide support for first aid needs, contamination control, and calibration check
sources.

This protective ciothing consists of a Tyvek suit, Tyvek boots (used only if the suit is not one-
piece), hood, hard hat, rubber boots (if needed for wet or abrasive environments), and a U.
S. Department of Interior, Bureau of Mines and U.S. Department of Agriculture accepted and

approved respirator. This respiratory protection must comply with OSHA regulation 23 CFR
1910.120 and 1910.134.

OPERATIONAL PROCEDURES

NOTIFICATIONS - The WIPP Central Monitoring Room Operator will be contacted at the time
of the incident. The Department of Energy employee first receiving notification of a
TRUPACT-Il transportation incident will obtain as much information as is available. A

Radiological Assistance Program Incident Report Information Form will be completed at that
time.
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Radiological Assistance Team

Assesses the extent of the radiological incident via measurement and determines
if a radiological reiease from the TRUPACT-Il has occurred.

Determines the need to establish an exciusion zone at the scene or modify an
existing exclusion zone.

Assists in setting up a contamination control station if needed.

Records ali measurement information in legible form, recording at least a
minimum of the types of information required in the Radiological Assistance Team
Data Measurement Information.

Assists the Department of Energy Senior Official or Regional Coordinating Officer
in gathering the following information at the incident site:

a. Determines if the radiological incident is of @ magnitude that requires
additionai radiological support teams to respond.

b.  Determines the extent of damage to the TRUPACT-ll container by visual
inspection. Determines, to the extent practical, if the damage has
penetrated the outer and/or inner containment vessels.

C. Assesses location and accessibility of the TRUPACT-Il container for
recovery plans, specifically, if the trailer is on or off the highway; if it is
upright or turned over; if it is impacting traffic flow, which container is
damaged, and where the damage is on the container.

d. Communicates with transport drivers to assess condition of transport

tractor and/or trailer, and proceeds with replacement procedures if
necessary.

Coordinates radiological measurements with state and iocal radiation protection
teams if present.

Estimates dose consequences and areas of contamination based on the incident.
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Section 11
TRUPACT-II RECOVERY

ENABLING OBJECTIVES
At the completion of this section, the student will be able to:
1)  Explain the TRUPACT-ll recovery operations and what equipment is needed.

2) Identify the two primary methods of recovery operations for the TRUPACT-HI
transportation incident.
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TRUPACT-lIl RECOVERY"

An estimated 20,000 shipments of transuranic waste are programmed to be delivered to the
Waste Isolation Pilot Piant in southeastern New Mexico. These shipments will come from a
total of ten transuranic waste generating and storage sites. During the transportation of
these wastes, shipments will traverse some twenty-three states. During the Test Phase of
the WIPP, however, only five states will be invoived.

Department of Energy shipments of transuranic waste materials involve regular Department
of Transportation (DOT) requirements for shippers and carriers of hazardous materials. The
shipper has the primary responsibility and is the primary point of contact in the event of an
incident. The shipper is required to have the means and mechanism to mitigate an accident.
As the severity of an incident is evaluated and recovery operations begin, regional offices
and/or close-by DOE facilities assist in the recovery of the packages.

Due to the number of shipments and the level of public sensitivity to these shipments, it is
recognized that a defined accident response organization is required. This organization will
interface with the Incident Commander when they arrive on the incident scene.* in
accordance with DOE-AL's roles and responsibilities, they will act as a strike team in the
Operations Unit of the incident Command System. Because of these considerations, a
transuranic waste transportation radiological emergency response would be different than a
typical Radiological Assistance Program response. Since the Department of Energy has
shipping, transporting, and receiving responsibilities for transuranic waste contained in the
TRUPACT-l containers, the Department of Energy will not wait for a request from an outside
agency to evaluate the severity of the incident, mobilize response elements (if required), and
take mitigating actions. These actions are required of any shipper /carrier should an accident
occur involving hazardous materials. Due to the direct monitoring of all shipments via the
Transportation Tracking and Communication System (TRANSCOM), notification of an incident
involving the TRUPACT-I| transporter will be received by the Central Monitoring Room at the

Waste isolation Pilot Plant near Carlsbad, New Mexico, and the TRANSCOM Controil Center
at Oak Ridge, Tennessee. '

*The Department of Energy will not attempt to assume command from the designated local
authorities

'°’Emergency Response and Recovery Roles and Responsibilities for TRUPACT-
Il Transportation incidents;, U.S. Department of Energy, Revision C, June 6, 1991
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The response organization can be pullea together from the offices with the most knowledge
and expertise and will be consistent with those utilized for other mission assignments already
in place. The actions to consider for emergency response include: (1) determining if a
radiological release has occurred; (2) determining the status of the TRUPACT-lI; (3)
determining the status of the tractor-trailer and the carrier responsibilities; (4) determining the
Department of Transportation requirements and regulations to be met; (5) determining if a
recovery team is needed to actually perform the mechanical and iogistic activities associated
with getting the shipment back on the road; and (6) interfacing with the state and local
officials on each step of the evaluation and assessment process.

Normally the Radiological Assistance Team, which includes a Department of Energy
representative from the region in which the incident occurred, can, during the early phases
of the incident, provide the assessment of radiological release and interface with the local
officials and media until the evaluation team arrives. A Department of Energy management
representative will deploy with the necessary transportation and/or TRUPACT-ll recovery
experts from the WIPP or other facilities, as needed. These individuals would be responsible
for determining the status of the TRUPACT-li and tractor-trailer, of assuring the Department

of Energy Manager of the integrity of the shipment, and ensuring it can meet Department of
Transportation requirements and regulations.

These responses should always be considered a "staged” or “tiered" response.
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TRUPACT-Il RECOVERY OPERATIONS

This section delineates the equipment and steps necessary to recover a Transuranic Package
Transporter (TRUPACT-II) package as a result of an accident or incident. It is intended to
apply to all recovery situations, but may require local modifications due to actual conditions
encountered. If an accident has occurred which renders the trailer inoperable, but in which
the TRUPACT-Il packages are undamaged, the Waste Isolation Pilot Plant (WIPP) Central
Monitoring Room (CMR) operator (505-885-6883) should be contacted to coordinate a
replacement trailer and necessary material handling equipment to transfer the package to a
replacement trailer.

This section addresses only the recovery aspect of an accident or incident. It assumes that
any actions to save lives have been initiated/completed.

GENERAL INFORMATION"'

State governments have statutory responsibility for command and control of an accident
scene. Accordingly, the Person in Charge (PIC) of the TRUPACT-II recovery operation will
serve as technical advisor to the Incident Commander. The person in charge should
normally be a carrier representative. However, in the interest of expediency, and pending

arrival of a carrier or DOE representative, the person in charge may be designated by the
Incident Commander.

Prior to implementation of the recovery operation, a radiation survey will be made at the
direction of the state represeniative. Once the area is determined to be radiologically
controlled, with no TRUPACT-ll package leakage, the recovery operation may commence.
If contamination is encountered which would preciude initiation of recovery operations, the
state representative should be advised to contact the Department of Energy for assistance.
Any cleanup required will be performed by a carrier subcontractor under the direction of the
shipper in cooperation with the state to ensure proper cleanup levels.

""TRUPACT-Il Recovery Guide"; Waste Isolation Pilot Plant; June 19391, Revision 1
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METHOD OF RECOVERY

Recovery of a damaged TRUPACT-ii trailer and tractor wili be accomplished by a commercial
Class 8 wrecking service. Subsequent return to Department of Energy custody will be
arranged by the Department of Energy Waste Project Integration Office Transportation
Manager or representative. The recovered TRUPACT-Il container(s) will be sent to a location

designated by the Department of Energy Waste Project Office Transportation Manager or his
representative.

If a separated TRUPACT-li package is an obstacle to the orderly flow of traffic, and radiation
levels have been found not to exceed Department of Transportation limits, the package may
be carefully pushed, roiled, or pulled by using a sling, chain, etc. (in short movements to
maintain control of the package) to the side of the road to allow traffic to pass.

BEST COPY AVAILABLE
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RECOMMENDED EQUIPMENT

In order to expedite recovery operations, the equipment and personnel cited in Attachment
1 of the Recovery Guide should be obtained from the nearest co- mercial vendor. Crane
specifications are the minimum required. Should the contractor ¢  ers be incapacitated, the
Incident Commander may designate an individual to initiate procurement of the ecu:pment
pending arrival of a carrier or Department of Energy represeritative.

The hoisting slings and lift components must have current proof load certifications labels and
tags attached or documented and be checked prior to lifting in the recovery operation.
Hooks must be equipped with safety clips to preciude the sling from slipping from the hook.

" Thirteen special lifting lugs for attachment to the TRUPACT-!l containers, tweilve pounds of
Type 304 stainless steel welding rod, and one lift-sling alignment strap are carried with each
carrier’s tractor to ensure availability at the recovery scene.




RECOVERY STEPS

On a priority basis, the person in charge shall impiement a recovery plan which provides for
TRUPACT-ll containers first, and the transport vehicle second. The latter shouid be
delegated to a Class 8 wrecker or local equivalent (Class D) service.

(NOTE: As tie down dsevices attached to the TRUPACT-Il must meet Nuciear Rsgulatory
Commission (NRC) stress requirements for the container, no attempt will be made to attach
any device/lug to the container for use as a tiedown. Due to the expected time required to
get a replacement TRUPACT-II trailer to the recovery scene, the horizontal transport method
on a standard flat bed or a low-boy trailer is preferred.)

If the trailer is damaged and the TRUPACT-Il packages are still attached, a sling alignment
strap for vertical transfer of the TRUPACT-Il package is carried on board the tractor. To
ensure safety and to expedite the recovery procedure of vertical TRUPACT-II packages, the
use of two single lift slings is preferred. These slings will be used in conjunction with the lift
sling alignment strap as shown in Attachment 2. This method of transfer precludes the
requirement for attaching lifting lugs.

If the person in charge determines that a replacement TRUPACT-Il trailer can be made
available in a reasonable time period, the TRUPACT-Il packages can be lifted vertically as
shown in Attachment 2 or as an aiternate method, as shown in Attachment 3 of this manual.
When using the alternate method, the lugs attached for lifting will not be used as transport
tiedowns. If the terrain lends itself to the use of a forkiift, and a 16-ton forkiift is immediately
available, the person in charge may eiect to use this method of recovery.

As a ruie, TRUPACT-Il packages involved in off-normal events will be transported in a verticai
position only on TRUPACT-Il trailers using the tiedowns provided, and the packages will be
transported in a horizontal position on any other trailer.

Prior to the start of recovery operations, the person in charge will check with the Incident
Commande: to ascertain that it is safe to begin operations. Vehicles used to transport

TRUPACT-ll packages must comply with all applicable Department of Transportation
requirements, inciuding use of placards.
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Transport of a TRUPACT-II container should be performed by a carrier in possession of a
current Environmental Protection Agency (EPA) identification number for the transport of
hazardous materials. Dawn Enterprise drivers at the scene, replacement Dawn Enterprise
drivers, or those employed by a firm with a valid Environmental Protection Agency
identification should be used. !f the Incident Commander determines that immediate removal
of the waste package is necessary to protect human heaith or the environment, the Incident
Commander may authorize the removal of the waste by transporters who do not have
Environmental Protection Agency identification numbers and without preparation of a
manifest. Once loaded, they will travel, with escorts, at speeds not to exceed 40 miles per
hour. Any lifting lugs attached per this guide should be ‘rendered inoperable* prior to
transport. This may be accomplished by tagging and taping in such a manner as to cover
the hole. tate in which th i r incident m ire t a vehicl
inspection prior to movement. Any replacement carrier is also required to have the minimum
levels of financial liability ($5 million) required for highway route controlied quantities of
radioactive material. If a highway route controlled quantity of radioactive material is invoived
in the shipment, replacement drivers must be properly trained.
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TRUPACT-Il TRAILER AND PACKAGE SEPARATION

This section is to be used for removing TRUPACT-Il packages from an inoperable trailer.

Procedures for installation of tiedowns on a replacement TRUPACT-I| trailer or replacement
of broken tiedowns are also included.

To release the tiedown tensioning mechanism, remove the security locking device (spring
pin) on the mechanism. Lift or pivot the release handle up toward the TRUPACT-{l package

base to release the tiedown tension. Then pull the tiedown U-boit out and off the tiedown
lug on the TRUPACT-Il package.

Should the U-bolt on each package tiedown mechanism be inaccessible or inoperable,

remove the U-bolt on each package tiedown mechanism by using a wrench or cutting the
tiedown U-bolt.
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HORIZONTAL RIGGING/HANDLING OPERATIONS WITH WEB SLING

In order to handle a TRUPACT-II in the horizontal position, use the following steps:

1)

2)

3)

4)

Place the lifting straps under the TRUPACT-II package as shown in Attachment
4 of this manual. Take note of the strap’s approximate location in the sketch
relative to the TRUPACT-Il package center of gravity.

Using the crane, slowly apply tension to the lifting straps until all the slack has
been taken out and the position of the lifting straps has stabilized.

Slowly increase lifting tension on the lifting straps until the TRUPACT-Il package
is just clear of the ground at all locations, and verify that the TRUPACT-Il package
is hanging securely.

Minimizing the lift to the minimum lift height required, place the TRUPACT-II
package on the recovery trailer as shown in Attachment &.

Secure the TRUPACT-Il package to the recovery trailer in the horizontal position.
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1)

2)
9
4)

5)

6)

HORIZONTAL LIFTING USING WELD-ON LUGS

Retrieve a pair of weid-on lifting lugs and welding rod from the TRUPACT-ll
tractor. CAUTION: Take appropriate safety measures to prevent eye damage

to the welder or bystanders and prevent fire or personnel burns from sparks and
hot welding materials.

Attach the lugs to the TRUPACT-il package as shown in Attachment 6. The
welder must meet American Society of Mechanical Engineers Section 9
qualifications and use process "Shielded Metal Arc Welding," if possible. To

minimize heat buildup, it is suggested that lugs be tacked in place and then
weided alternately, one rod per lug.

Attach lift cables to the lugs and crane hook.

Slowly increase lifting tension on the cables until the TRUPACT-ll u..c'wage is just

clear of the ground at all locations and verify that the TRUPACT-Il package is
hanging securely.

Minimize the lift to the minimum height required and place the TRUPACT-II
package on the recovery trailer as shown in Attachment 5.

Secure the TRUPACT-II package to the recovery trailer in the horizontal position.
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2)

3)

5)

6)

SECURING A TRUPACT-Il PACKXAGE TO A RECOVERY TRAILER

Verify the TRUPACT-!l package is properly positioned and in the horizontal
transport position on the recovery trailer as shown is Attachment 5. Secure
package position on the trailer with wood blocks fastened to the trailer deck as
shown in Attachment 5.

Obtain four web tiedown straps and attach one end of a web strap to a trailer
tiepoint along the side of the trailer at the midpoint of the TRUPACT-Il package.

Bring the strap over the top of the TRUPACT-Il package and secure the loose
end to the trailer strap tensioning device.

Using the strap tensioner, take up the slack in the strap until the strap is taut to
the touch.

Spacing the straps approximately equidistant along the TRUPACT-Il package,
repeat the above steps for the second, third, and fourth straps.

Any lifting lugs attached per this guide should be rendered inoperable prior to
transport. This may be accomplished by tagging and taping in such a manner
as to cover the lifting hole.

(LSS
-
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VERTICAL LIFTING FOR REPLACEMENT TRUPACT-Il TRAILER TRANSPORT

The ideal method for this transfer is by use of a large forklift to lift the TRUPACT-Il package
off the defective trailer and reposition the package onto the repiacement TRUPACT-!I trailer.
If only the trailer is damaged, transfer by forklift is the preferred way TRUPACT-ll packages
should be transferred to a replacement trailer. However, a special sling designed for vertical
transfer of the TRUPACT-lIs is available on the tractor if a suitable forklift can not be located

in a reasonabie time period. Use of this sling preciudes the requirement to attach lifting lugs
and is the desired method of lifting.

The following steps are provided to handle the package without a suitabie forklift, if the
packages are damaged and separated from the trailer:

1)  Attach the iift sling alignment strap on the package by aligning the loops on the

strap directly in line above the forkiift lifting pockets. Place the alignment strap
on the TRUPACT-IL.

2) Feed the lifting sling through the forklift pockets and up through the loops on.the
alignment strap. Attach the lifting sling eyes to the crane hook and apply tension
to the sling. Lift the package clear to check that it is hanging securely.

3)  Use the minimum lift height required to place the TRUPACT-Il package on the
replacement TRUPACT-II trailer.

4)  Secure the verticai TRUPACT-Il package to the replacement TRUPACT-I! trailer

with the standard U-boit tiedown assemblies in accordance with the normal
transport procedure.
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ALTERNATE METHOD, VERTICAL LIFTING FOR REPLACEMENT TRUPACT-lI
TRAILER TRANSPORT

The following steps are provided if it is necessary to use welded lifting lugs for vertical
transfer of the TRUPACT-Il packages to a replacement TRUPACT-II transport trailer.

NOTE: Retrisve three weld-on lifting lugs and a welding rod from the TRUPACT-I! tractor.

CAUTION: Take appropriate safety measures to prevent eye damage to the welder
and/or bystanders and prevent fire or personnel burns from sparks and hot welding
materials.

1)  Attach the lugs to the TRUPACT-Il package as shown in Attachment 3. The
welder should meet American Society of Mechanical Engineers Section 9
qualifications and use process “Shieided Metal Arc Welding", if possible.
Attachment time is approximately 45 minutes per Iug, including setup. To
minimize heat buildup, it is suggested that lugs be tacked in place and then
welded afternately, one rod per lug.

2) Attach a three-legged, egual-length lifting sling from the lifting lugs to the crane
hook as shown in Attachment 3.

3) Slowly increase tension on the lifting cables until the TRUPACT-ll package is
just clear of the trailer at all locations and verify that the TRUPACT-II package
is hanging securely.

o

4)  Minimizing the lift to the minimum height required, place the TRUPACT-II
package on the replacement TRUPACT-II trailer.

5)  Secure the vertical TRUPACT-Il package tc the replacement TRUPACT-II trailer

with the standard U-bolt tiedowns, in accordance with the normal transport
procedure.

15
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TRUPACT-Il RECOVERY EQUIPMENT LIST

NOTE: The hoisting slings and lift components must have current proof load
certification lahelg/tags attached and be checked prior to use for lifting in the
recovery operation.

QUANTITY DESCRIPTION
(This equipment Is carried on the truck.)
13 Weld-on handling and lift lugs - special design
12 |b. Welding rod - Type 304 atainless steel, type 308-L16, 3/32 inche
1 Lift sling alignment strap

PROVIDED AT THE SCENE

(This equipment is to be obtalned from the
nearest commerciai vendor.)

1 Portablie welder - 225 amp. operator ASME Section 9 Qualified - Process SMAW
"Shielded Metal Arc Welding"

Oxy/acetylene torch with tanks, regulator and operator
Motile crane - §0-ton capacity with two boom hooks and drag cable (minimum)
Tractor - TRUPACT-lI fleet unit (or equivalent)

Flatbed trailer - 40,000-pound capacity with suitable commercial side-mounted
tiesdown structure (deck to have a significant wood area to faaten nail blocking
and bracing to)

Cable slings - 5 feet, 2 eyes with safety clips, 10-ton SWL
Cable slings - 15 feet, 2 eyes with safety clips, 10-ton SWL
Cable slings - 30 feet. 2 eyes with safety clips, 10-ton SWL

Chain siing - three equal-length legs with grab hooks. 10 foot leg length, large
pear ring, 10-ton SWL

Steei coil chain - 1/2 Inch, 25 feet long with a hook on each end

Chain binder — 1/2 inch coil chain capacity with a hook on each end

12 Nylon rigging u.ap - 25 feet, 71/2-ton safe working load, eyeloops on both ends
12 Nylon web tiedown straps - 25 foot length

10 Shackles - 5-ton safe working load

1 16~-ton forklift with 7 foot long tines (if required)

N &~0 o0
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TRUPACT-Il RECOVERY EQUIPMENT LIST

(cont.)
QUANTITY DESCRIPTION
(This squipment is carried on the truck.)

10 Shackles - 10~ton safe working load

3 Snatch blocks ~ 10-ton safe working load

3 Come-along hoists - S-ton safe working load

3 sets Transport saddles/cradies - two units (1 set)/ TRUPACT-I package
18 Wood blocks - 68" x 8" x 24", 1-1/2" bevel on one 6" side

1 set Wrenches/tools - TRUPACT-Il tiedown related

Nighttime operation will require portable lighting. Additionai equipment such as
shoveis. picks, axes, sledge hammers., etc., may be required as the situation
merits and should also be obtained from the nearest commercial vendor
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LIFT SLING ALIGNMENT STRAP

Hook

Maximum Weight
19,250 Ibs.

Lift Slings
Provided by Others

Alignment Strap

Ratchet Binder

Loop
1x 61D
4 Places

24-3/4 n. _N\ — - 94-3/8 In. dia. ST,
49-1/2 In. |
$03R:81101 < s
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VERTICAL PACKAGE LIFTING

Crane Hook
(10-ton lift capacity)

3-Legged LIft Sling

T 3-Ton Shackle

R ‘ / ; Places

Weld-On Lugs
3 Places

Upper/Lower Lid
Separation Flange

120 Degrees
2 Places

2 In. ¢/~ 1/4 In.
3 Places

Top View

- Weld-On Lugs
3 Places

393R:6048bd
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RIGGING FOR HORIZONTAL PACKAGE
LIFTING (WEB SLING)

Crane Hook
~ (10=ton lift capacity)

Web Slings - 2 Places
) (30 ft. length)

Approximate Distance sssnaoesny MY

' L3 BEST COPY AVAILABLE
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HORIZONTAL PACKAGE TRANSPORT SECURING
|- 2 Ft. -+- 2 F, »i-. 2 FL. »i

g -

-3V

=

% SRS

Woaod Blocking
6 places
Fasten to traiier
against package

Recovery Traller

—— Forward

P
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HORIZONTAL PACKAGE LIFTING
WITH WELD-ON LUGS

Crane Hook
(10-ton lift capacity)

6 ft. minimum
2 ft.
j‘_ <g—— 2 Places

393R06048be
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COURSE TERMINAL OBJECTIVE

Successful completion of this course will provide first responders with the necessary
knowledge to respond safely and to protect themselves, the public, and the
environment and will be able to describe the function of the Incident Command

System, the Radiological Assistance Team procedures, and the TRUPACT-{I recovery
methods.

Mastery of the course terminai objective will be demonstrated by scoring 70% or

higher on the post course examination, and showing a proficiency of skill using the
landscape models.

NOTE: The next three pages in this section will be utilized in the practical exercise on
the landscape models. The instructors will provide scenario information and provide

time to establish Response Team elements such as On-Scene Commander, PIO, first
on scene, etc.

i
(R
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SCENARIO SHEET

SCENARIO DATA

TIME FRAME
DAY OF WEEK

TIME OF DAY

WEATHER
TEMPERATURE

WIND DIRECTION

WIND SPEED

PRECIPITATION

=0a

MATERIALS INVOLVED
PLACARD (S)

LABEL (S)

TRANSPORT INDEX

MATERIAL NAME

INCIDENT FACTORS
PEDESTRIANS

TRAFFIC CONDITIONS

ROAD CONDITIONS

SITUATION

PONE




. — )

® Residential

— Z

®
Fire Hydrant

)

7
/ Commercial

. Auto Dealership

1
2. Burger King
i 3. Pizza Hut

: /// 4. Gas Station
‘ 7 /// // 5. Convenience Store

' 6. Smalil Shopping Center
N7

9

A Y %

(not to scale) 503R:6116u
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(NOT TO SCALE)

BEST COPY AVAILABLE
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Section 12
SAMPLE FORMS AND CHECKLISTS

INCIDENT COMMAND SYSTEM MATRIX
FIRE AND HAZ-MAT WORKSHEET
DECISION MATRIX

FIELD REPORT

HAZARDOUS MATERIALS INCIDENT EVALUATION
RESOURCE LIST
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v

E

FIRE AND HAZ-MAT WORKSHEET

INCIDENT INFORMATION

PIHONS NUMBER

RESOURCES
INCIDENT NAME RADIO FREQ i co STAG | ASSIGNMENTS
|
! r
ARBA TidE I I
ADDRESS I
OCCUPANT PHONE NUMBER 1
osa
OWKSR
ADORESS

STAGING LOCATION

CAMAGS:STRUCTURS CONTIENTS

CUHHENT WEATHER INFORMATION

TJACTICAL OBJECTIVES
ASSIGN coMP

MK ——e —— ARECUE (PRIMARY SEARCH)
— ——— EVAGUATION
wiRd N ] N AXPOBURKS (INT 8 ExT)
w_tlw' s|lwl ¢ _—
bingcrion 3 . 3 ——  ——— SPAINKLGAS CHARGED
wing ——  — ATTACX LINGS
P80 e e UTILITIES SHUT OFF
(GRS, WATER, ELECTRIC}
FOAECAST:
~—vare o YENTILATION
—— e SALVAGR
HAZAHDOUS MATERIALS DATA
10 avios MATSAIAL tyac.
NANS 113 2
FT.
FLASH arec. MANUFACTURER!
FOINT anavity SHIPPER
X
POoR
DENSITY FT.

_@

COMMAND STAFF
LOGATION
LIAISON OFF.
SAFETY OFF. OPERATIONS
P10
DIVISION

—

DIVISION

ROOFIVENT GP

i
S

00000000000 00000O0O0OO0O0O0O0O0D

0oocopo00Bd ocOoO0O0O0O00

ooog

co0oDoDOoODOD 00000

CHECKLIST

HAZ-MAT CONSIDERATIONS

UP-HILL/UP WIND
STATIC OR MOVING
FULL PROTECTIVE CLOTHING
RESCUE
EVACUATION SITE
ISOLATE CONTAMINATED AREA
DIKING/CHANNELING
IDENTIFY MATERIAL
ID REIPONSIBLE PARTY
00T PLACARD
MAT. SAFETY DATA SHEETS
SHIPPING PAPERS
FOAM UNIT
AIR UNIT
HAZ-MAT OUTSIDE AGENCIES )
POLICE/TRAFFIC CONTROL
HAZ-MAT TEAM
HEALTH DEPT.
VACUUM TRUCK
PUBLIC SEAVICE
STREET DIV,
STORM DRAIN DIV,
FLOOD CONTROL
FISH & GAME
OES (MORE THAN 42 GAL. SPILL)
RED CROSS (EVAC. SITE)

FIRE CONSIDERATIONS

STANDAHRD OPERATIONS i

SIZE UP REPORT
ADDITIONAL ALARMS
C/P LOCATION
STAGING LOCATION
GET AN AIDE

P10

FIRE INVESTIGATOR

PRE FIRE PLAN
HAZARDOUS MATERIALS
PLACARD
COMPANY REP,
BLDG. CONSTRUCTION
ROOF CONSTRUCTION
OVERHEAD WIRES
RESCUE
PRIMARY SEAACH
ALL CLEAR
REFUGE AREAS
SECONDARY SEARCH
EXPOSURES
INTERIOR 8 EXTERIOR
ATTACK LINES
VENTILATION
SALVAGE
POLICE/TRAFFIC CONTROL
PUBLIC SERVICE
AUXILLARY
RED CROSS
UTILITY COMPANIES
ELECTRIC
GAS
WATER
TELEPHONE

REMAHRKS

DIVISION

—

MEDICAL GP

—_—

|

DIVISION —

SALVAGE GP

I
—_—
V
v
I
S —
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A DECISION MATRIX i

CAN CAN
ARE vou THE -
1FY
HAZARDOUS SPECIFICALLY SOTENTIAL \__| L
*AATERIALS iDENTIFY HARM BE EVENTS 4
: PRESENT THEM ESTIMATED / YES
! ? ? ?
| -—{ RADIATION f——
NORMAL ASPHYXIATION
FIREFIGHTING
ves | [MINIMUM | [CONSULT
PROCEDURES YOU OFSFECIN OTHER CHEMICAL
. IDENTIFY THE PERI SOURCES
GENERAL HAZ METER FOR IDEN- —{ET!OLOGlC [—-—-
MAT CLASS AREA TIFICATION
? T MECHANICAL -
AVOID COMBINATION
NO EXPO-
SURE TO
HM,
AVOID MINIMUM OF SFG CONSULT OTHER
EXPOSURE (STRCTL FIRE- SOURCES FOR
TOHM. FIGHTING CLOTHING| | IDENTIFICATION
ETEAMINE S o b
DETEAMIN DETERMINE | REQUIRED REQUIRED =
AESPONSE OB. THE TYPE OF ~YPE OF ~(PE OF o e
JECTIVES AND PROTECTION FROTECTION PROTECTION PROGRESS
| STRATEGIES REQUIRED AVAILABLE / YES ADEQUATE
i . a b
—_— NO NO
STRUCTURAL |

CHEMICAL

HIGH-TEMP

£r
ul,
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FIELD REPORT

e T [

Timae:
Recvd by:
1. Caller: 2. Call back number: ()
3., Caller represants:
Callar natified: Amived:
Oin
S. Incident Locatien U] Near :
: City County Mispost_____ [IRA JRiver [T Hwy
5. Area invoived : EH@WEWM Sec.___Two. Range
Rai Cther 7. Material(s) Invoived (spatl):,

8. Contact Person:

mwgwcﬁw

Ty >
9. Label ol e
Placard
Radioactive [] | On g
11. Amt. releasad; 12. Causa of releass:
. , O Sa. it
Rate of reloase: 13. Est. Spill Extent: [ Se. Yd.
14. Incident l IOowmd Date: / / Time:
i Date: __/__ 1/ Tima:
(e Fire
15. Local emergency [ Sheriit [] Sheritt
unit(s) contactad: [J Potica_- On-scena: DPo!ice
[ Locai ESDA [Jtocal ESDA
O other [JCther
16. On-scene contact: 17. No. injured: Extent of:
18. On-scene phone #: { )
Whaera taken:

19. Public Safety concems: {0 Hazmat related

20. What immeaiate technical or fiskd assistance is needed from any State Agency?

.OVER- For smergency information on Hazardous Materials,
call CHEMTREC: 1-800-424-8300
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S IPESTIGIDE: § ] Whers: L Sol L] Water
- Damage: [ Plants ] Livestock {_IPeccis

23. Containmert/Cloanup actions & pians

24. Responsible party:

Phone: (

Maiiing Addrass:

25. Incident terminated: Data / / Time:

By whom:

26. Other incident Information:

-164-
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HAZARDOUS

MATERIALS

INCIDENT EVALUATION |

Incicents

County where ncident occurrea

Name and title of person compiating repart

Organization complsting repart Address (City/State) Zp Tei#
()
Your Organization Your Function Aaion:x T::ln oy :.nut Organzation
(1 1 Private (specity) 1 Spiiller/Spiller's Represantative Security/Crowd control
_ 2 Fire Fighting Spill Mitigation
2 Municipal 3 Lavy Enforcement Clean-up/Recovery
3 County 4 Hazardous Materiais Contractor Medicai -Assistance
4 State § Emergency Medical Fire Fighting
5 Other Government (spacity) 6 Emergency Managsment Rescue
7 Environmentsai Protection Pubiic information/Warnings
8 Cther (specify) Technical Assistance/Sampling
Other
incident information (give date & time) 30, DAY YR Time (24 hr. ciock) initial Response Was
When did incident occur?
When was your organization notified? 1 - By telephone 2 - On-scene 3 - Not needed
Whan did you initiaily rezpond? Number of Hazardous Materiais Reiated
Whaen did you arrive on the scane? Injuries Deaths
When did you terminate operations? l I I I | I I I
Splll Origin Was more than one chemical invoived? DY.:D No
1 Highway 5 Loading Dock 9 Storage Area S’:";‘ Commodity '""°me EED]
2 Plant Processing 6 Qi Field 10 Fixed Facility (or)
3 Pipsline 7 Rail 11 Agricuttural o .. .. .. Type:
4 Waterway 8 Other (spacity) Chemical Name:- 1 Gas
. 2 Liquid
Contatner Unit of Measure Trade Name: . 3 Semi-solid
1 Truck 5 Procass pipe 1 Pounds (preferred unit) 4 Solid
2 Railroad car|__| 6 Aboveground tank 2 Gallons Estimated Amount
3 Drum 7 Underground tank 3 Curies
4 Pipgiine 8 Other (specty) 4 Cu. ft.(natural gas) At risk:
Releassa:
RESOURCES _ Man-hours: - __Replacement Costs: Recovered:
USED: | [ | | |

167
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RESOURCE LIST

L
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QFFICIAL CR CONTACT QFFICIAL OR CONTACT
SERVICE PERSON PAGE  PrONE SERVICE PERSON PAGE  PHONE
Construction
Alr Nationsl Guarg S
Alrporta R Divers i
Ambulances Ooclora
American Red Crosa Electric C.
A —_ Electrical Engk
Apparatua Thee Er vl
Protection Agency
Armmy Ordinance
Qemodton E: or
Cantere tion
Attorney R —_—
F.AA
Bage Lines (Tug) (Federat Avietion
Barticedea
F.C.C. (Fedecal
Board ot Educath urscat
Board-Un Service Fatout .
Soats, Reacue,
Evacuation Fleid Hospital S
Chain Sawe Front Loaders
Chemical Data Fuel Supplecs o
(Migrs) I
Gas C. y o
Chamical Reaponse
nformation Graval, Sad
CHEMTREC Ham Radic
- Organzationa
Churchea
- Health Department
Clrcuiar Saws
Heavy Equipment
Civil Defenae
Otganzations Helcaptwe
Citizen Band Radio hwe
Cun —_— g?ouu%mu
(Stete, County,
Clty Enginser Towriahio) -
City Managw Hoapitale -
Clergy nduairea
Compreaasa Air Law Enforcement N
Lightg Unita
Commumcationa
anter (Portaple . .
Communicationa
Conler (Mabie|
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GLOSSARY

ACTIVITY - The rate at which radioactive material emits radiation, stated in terms of

nuclear disintegrations occurring in a unit of time. This is commonly referred to as the
"curie” (Ci).

ALPHA PARTICLE - Positively charged particle emitted by the nucleus and given off by
certain radioactive material. It consists of two neutrons and two protons. |t cannot

penetrate the outer layer of skin or normal clothing. It is an internal hazard only and must
be inhaled, absorbed, or ingested to cause harm.

ATOM - The basic component of all matter. It is the smallest part of an element having

all the chemical properties of that element. They are made up of protons, electrons, and
neutrons.

BETA PARTICLE - A negatively charged particle emitted in the radioactive decay of
certain nuclides. it has a mass and charge equal to that of an electron and has a

relatively short range in the air. It is an internal hazard only and is repelled by ordinary
clothing and respiratory protection.

BREACH - (Breach Event) The event causing a hazardous material container to open up

or "breach". It occurs when a container is stressed beyond its limits of recovery (ability to
hold its contents).

CANISTER - The inner component of the remote-handled shipping cask.

CASK - The outermost transport container for remote-h=ndled transuranic waste. It is
considered a Type B package.

COLD ZONE - This area contains the command post and such other support functions

as are deemed necessary to control the incident. This is also referred to as the "clean
zone" or "support zone." (NFPA 4-4,3)"2

CONTAMINATION REDUCTION ZONE - An area surrounding the "exclusion zone" that
is considered safe for workers to enter with protective clothing unless assigned a task
requiring increased protection. This zone may also be exposed to the product if the

incident worsens before additional assistance arrives. It also may be referred as the
"warm zone" or "yellow zone."

CURIE - See "ACTIVITY."

2 Recommended Practice for Respondina to Hazardous Materials Incidents; National
Fire Protection Association, Standard 471;August 1989
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DECONTAMINATION - The removal of radioactive contaminating material from the
surface or from within another materiali.

DIKING - Application of a barrier which prevents passage of the material to an area where
it will produce more harm. Dikes should be considered only temporary remedies
intended to buy time for more complicated tactics.

DIVERSION - Controtled movement of the material to an area where it will producz iess
harm.3

DOSE - The quantity of radiation or energy absorbed by a material including human
tissue. lt is measured in "rads" (Radiation Absorbed Dose).

EVACUATION - A prolonged, precautionary stay away from an area affected by a
hazardous material.

EXCLUSION ZONE - Area immediately surrounding a hazardous materials incident which
extends far enough to prevent adverse effects from hazardous materials releases to
personnel outside the zone. It is the area of the incident including the product and its
container and the immediately exposed area to gases, vapors, mist, dust, smoke, or run-
off. This area may also be known as the "restricted zone" or "red zone.”

EXP RE - A measure of ionization produced in air by x-rays or by gamma radiation.
Acute exposure generally refers to a high level of exposure of short duration. Chronic
exposure is lower level exposure of long duration.

EXTREMELY HAZARDOUS SUBSTANCE - A chemical defined by the Environmental

Protection Agency as extremely hazardous to a jurisdiction due to a spill or release of
their toxicities and physical and chemical properties.

FIRST RESPONDER - The emergency medical technicians, fire fighters, law enforcement
officials, rescue squad members, or others performing as part of a community emergency
care system, or as dictated by the state. This includes both First Responder Awareness
and First Responder Operational leveis of training.

GAMMA RADIATION - Short-wavelength electromagnetic radiation emitted in the
radioactive decay of certain nuclides. They are highly penetrating and require several
inches of stainless steel or lead or several feet of concrete for effective shielding.

HALF-LIFE - The time required for a radioactive substance to lose 50% of its activity by
decay.

% Hazardous Material, Managing the Incident, Noll, Hildebrand, and Yvorra; Fire

Protection Publications, Peake Productions, inc; Okiahoma State University, 1988, pp 158
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HAZARDOUS CHEMICAL - Any chemical which is a physical hazard or a health hazard
to employees as defined by the Occupationail Safety and Heaith Act.

HAZARDOUS MATERIAL - (DOT) A substance or material, including a hazardous
substance, which has been determined by the Secretary of Transportation to be capable
of posing an unreasonable risk to health, safety, and property when transported in
commerce and which has been so designated.

HAZARDQUS SUBSTANCE - Usually associated with biological agents or other disease-

causing agents as defined in Section 104 (a)(2) of the Comprehensive Environmental
Response, Compensation, and Liability Act. Exposure to a hazardous substance may
impose serious heaith effects to employees.

HAZARDQUS WASTE - Discarded materials reguiated by the Environmental Protection
Agency because of public health and safety concerns. Regulatory authority is granted

under the Resource Conservation and Recovery Act. (U.S. Environmental Protection
Agency)

INCIDENT COMMAND SYSTEM - The combination of facilities, equipment, personnel,

procedures, and communications operating within a common organizational structure with

responsibility for the management of assigned resources to effectively accompiish stated
objectives pertaining to the incident.

IONIZING RADIATION - Types of radiation capable of removing one or more electrons

from atoms they encounter, ieaving positively charged particles such as alpha or beta,
and nonparticulate forms such as x-rays and gamma radiation. High doses of ionizing
radiation may cause human tissue or cell damage.

ISOTOPES - Different forms of the same chemical element, which are distinguished by

having different numbers of neutrons (but the same number of protons) in the nucleus of
their atoms.

LIMITED ACCESS ZONE - An area surrounding the "exclusion zone" and is considered
safe for workers to enter with protective clothing unless assigned a task requiring
increased protection. This zone may also be exposed to the product if the incident

worsens before additional assistance arrives. It also may be referred as the "warm zone"
or "yellow zone."

NEUTRON - Uncharged particle in a nucleus. They are used to split heavy atoms in the
fission reaction.

RAD - See "DOSE."

RADIATION - Particles or waves from atoric or nuclear processes. Prolonged exposure
to these particles and rays may be harmfui.

]

-169-




RADIOACTIVE - Of, caused by, or exhibiting radioactivity.

RADIOLOGICAL ASSISTANCE TEAM - A group of qualified professionals who provide
health physics assessment, radiation control, and measurements for any type of accident
involving radiation.

REM - (Roentgen Equivalent Man) Unit used in radiation protection to measure the
amount of damage to human tissue from a dose of ionizing radiation.

RETENTION - Temporary containment of the material in an area where it can be
absorbed, neutralized, or vacuumed for proper disposal. Retention tactics are intended to

be more permanent and may require resources such as portable basins, bladder bags, or
other special construction.

SHELTERING IN PLACE - The process of giving instructions to pecple to remain inside
their homes or places of business until the danger passes from a hazardous materials

event. This is commonly used for nursing home residents, schools, or others that may be
difficult to evacuate.

SHIELDING - Materials, usually concrete, water, or lead, placed around radioactive
materials to protect personnel against the danger or radiation. Shielding may be in the
form of first responder clothing and/or response gear or vehicles.

SIZE-UP - The rapid, yet deliberate, consideration of all critical scene factors that may
influence the safety of all persorinel and mitigation of the incident.

SUPPORT ZONE - The area encompassing the "Contamination Reduction Zone" that is
restricted to emergency response personnel. This zone is considered safe minimal

protective clothing is required. It may also be known as the "cold zone" or "green
vld
zone.

TRANSURANIC WASTE - Waste materials, usually contaminated with plutonium, with an
atomic number greater the 92. It is produced primarily by defense activities.

'* Hazardous Materials For First Responders, International Fire Service Training
Association, April 1930, Oklahoma State University, pps. 240-242
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ALARA
ANSI
Brookhaven

CERCLA

CFR

CH
CHEMTREC
CMR
CcP
CVSA
DNFSB
DOE
DOE-AL
DOl
DOL
DOT
EEG
EMS
EOC
EPA

ERG

Acronyms and Abbreviations
Appearing in this Text
As Low As Reasonably Achievable
American National Standards Institute

Brookhaven National Laboratory

Comprehensive Environmental Response, Compensation and Liability

Act

Code of Federal Regulations
contact-handied

Chemical Transportation Emergency Center
Central Monitoring Room at the WIPP
Command Post

Commercial Vehicle Safety Alliance
Defense Nuclear Facilities Safety Board
U.S. Department of Energy

U.S. Department of Energy - Albuguerque Office
U.S. Department of the interior

U.S. Department of Labor

U.S. Department of Transportation
Environmental Evaluation Group
Emergency Medical Services

Emergency Operations Center

U.S. Environmental Protection Agency

Emergency Response Guide

17..
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FAA

FCC
FEMA
GAO
HAZ-MAT
HM

HQ
HRCQ

|/ART

ICS
IDHA
Mfgr
MICRO
MILLI
MSDS
MSHA
NANO
NAS
NFPA

NMED

NOS

Federal Aviation Administration
Federal Communications Commission
Federal Emergency Management Agency
Government Accounting Office
Hazardous Materials

Hazardous Materials

Headquarters

Highway Route Controlled Quantity
Incident/Accident Response Team - See TART
Incidgnt Commander

Incident Commander System
identification and Hazard Assessment
Manufacturer

one/one miliionth

one/one thousandth

Materia! Safety Data Sheet

Mine Safety and Health Administration
one/one billionth

National Academy of Science

National Fire Protection Assaciation
New Mexico Environment Department
Not Otherwise Specified

Nuclear Regulatory Commission

Office of Environmental Services
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OIG
OSHA
PAO

PIC

PIO

RAD
RAM
RAT
RCO
REAC/TS
REM
SCBA
SFC
SSEB
SWB
TART
TRANSCOM
TRANSAX
TRU
TRUPACT-I
WEC
WGA
WIEB

WIPP

Office of the Inspection General

Occupational Safety and Heaith Administration

Public Affairs Officer

+ Person in Charge

Public Information Officer

Radiation Absorbed Dose

Radioactive Material

Radiological Assistance Team

Regional Coordinating Officer, DOE

Radiation Emergency Assistance Center/Training Site
Roentgen Equivalent Man

Self Contained Breathing Apparatus

Structural Fire Fighting Clothing

Southern States Energy Board

Standard Waste Box

TRUPACT-Il Accident Response Team - See |/ART
Transportation Tracking and Communication System
Transportation Accident Exercise

Transuranic

Transuranic Package Container

Westinghouse Electric Corporation

Western Governors

Western Interstate Energy Board

Waste Isolation Pilot Plant

Ly
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WPIO WIPP Project Integration Office

WPSO WIPP Project Site Office




